
 

City of Beverly Hills
Planning Division

455 N. Rexford Drive  Beverly Hills, CA 90210 
 TEL. (310) 458‐1141        FAX. (310) 858‐5966 

Architectural Commission Report
 

 

Attachment(s): 
A. Plans conditionally approved by the AC on February 15, 2012 
B. Approval Resolution 

Report Author and Contact Information:
Shena Rojemann, Associate Planner 

(310) 285‐1191 
cgordon@beverlyhills.org 

 

Meeting Date:  Wednesday, March 21, 2012 
 

Subject:   VAN CLEEF & ARPELS 
  300 North Rodeo Drive 

Request for approval of a revision to a previously approved façade remodel and sign 
accommodation. 
(PL120 4399) 

 

Project applicant:   Murray Fischer – applicant, Charles Petretti, AIA – Barteluce Architects 
 

Recommendation:  Conduct public hearing and provide the applicant with an approval. 

 
REPORT SUMMARY 
At  its meeting on February 15, 2012  the Architectural Commission  reviewed and conditionally approved a 
façade remodel and sign accommodation to allow multiple business  identification signs for the Van Cleef & 
Arpels  project  located  at  300 North  Rodeo  Drive.    (A  copy  of  the  plans  from  the  February meeting  are 
included  in Attachment A  for  the  Commission’s  reference.)    The  Commission’s  project  specific  conditions 
established at the February meeting were as follows:  
 

1) The business identification sign on the second floor, located on the cylindrical element at the corner 
of the façade, shall be removed. 

2) The cast bronze sign plate above the entry (located on the cylindrical element at the corner of the 
façade) shall be reduced in height by one‐third to create negative space between the top of the 
bronze plate and the bottom of the windows above.  The business identification sign located on the 
cast bronze sign plate shall be centered vertically between the top and bottom edges of the bronze 
sign plate itself. 

3) The signage on the construction barricade shall be reduced in area to 12 square feet to comply with 
all provisions set forth in the Beverly Hills Municipal Code §10‐4‐612 for business remaining open 
during construction. 

4) The graphic on the Dayton Way elevation of the construction barricade shall be revised to a more 
artful image, subject to approval by City staff. 

 
Since that meeting, the applicant has modified the project to comply with all the conditions except condition 
#1.  The applicant has also filed an appeal of the Architectural Commission’s decision to the City Council.  (As 
of the writing of this staff report, the appeal  is scheduled  for the April 3, 2012 City Council meeting.)   The 
applicant’s  appeal  is  specific  to  condition  #1  above  as  the  applicant  desires  to  maintain  the  business 
identification  sign  on  the  second  floor,  located  on  the  cylindrical  element  at  the  corning  of  the  façade.  
Though the appeal  is still ongoing,  in an effort to work directly with the Commission, the applicant team  is 
returning to the AC to request that condition #1 above be omitted so as to permit the second floor sign to 
remain.   The applicant will be providing revised elevations of the project at the meeting.  
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ZONING CODE COMPLIANCE  
Applications  for design  review are preliminarily evaluated  for compliance with  the zoning code. Applicants 
are encouraged  and have  the option of  requesting  a  comprehensive  review  separate  and  apart  from  this 
application. Formal compliance review will occur when a building permit application is filed (plan check). The 
applicant has been advised that changes during plan check may require revisions and subsequent approval 
from the Architectural Commission or staff, as appropriate.  

 

ENVIRONMENTAL ASSESSMENT 
The subject project is exempt from the California Environmental Quality Act (CEQA – Public Resources Code 
§§21000 – 21178), pursuant to Section 15061(b)(3) of the State CEQA Guidelines in that the project includes 
the review of building design, colors and materials to the  façade of the building,  front yard  landscaping or 
minor low‐scaled accessory structures, such as fences or walls. It can be seen with certainty that there is no 
possibility that the subject activity could result in a significant effect on the environment. 

 
PUBLIC OUTREACH AND NOTIFICATION 
The sign accommodation request for this project requires mailed public notices within 100 feet of the subject 
property  be mailed  ten  (10)  days  prior  to  the  hearing.    The  public  notice  for  this  project was mailed  on 
Thursday, March 8, 2012.  To date staff has not received any comments in regards to the submitted project.  
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Attached A: 
Plans conditionally approved by the  

AC on February 15, 2012 
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3 0 0  N O R T H  R O D E O  D R I V E
B E V E R L Y  H I L L S ,  C AVan Cleef & Arpels

PROJECT DIRECTORY
OWNER'S REPRESENTATIVE TENANT ARCHITECT

VAN CLEEF & ARPELS
645 FIFTH AVE.
6TH FLOOR
NEW YORK, NY 10022

CONTACT:
LISA AARON
PH: 646-485-1679
FX: 212-265-0036
Lisa.Aaron@vancleefarpels.com

BARTELUCE ARCHITECTS
36 W. 25TH STREET
NEW YORK, NY 10010
PH: 212-691-7200
FAX: 212-691-7260

CONTACTS:
CHARLES PETRETTI
PH: 646-747-0851
cpetretti@bapc.net

KRISTIN WILEY
PH: 646-747-0859
kwiley@bapc.net

PAUL KANIN
9350 WILSHIRE BLVD.
SUITE 212
BEVERLY HILLS, CA 90212

CONTACT:
PH: 310-274-5022
prklaw@aol.com

Barteluce Architects
& Associates

36 West 25th Street
New York, NY  10010

Phone (212) 691-7200
Fax (212) 691-7260

www.bapc.net
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M E P  ENGINEER:
HENDERSON ENGINEERS, INC.
8325 LENEXA DRIVE
LENEXA, KS 66214

STRUCTURAL  ENGINEER:
HALCROW YOLLES
5550 W. FLAMINGO RD.
LAS VEGAS, NV 89103

I S S U E D  F O R  A. R. C.  F E B R U A R Y  1 5,  2 0 1 1  R E V I E W

N

A LOCATION PLAN
SCALE: N.T.S.

Van Cleef & Arpels

AUTHORIZED REPRESENTATIVE

JOHN J. NEESON
12246 MONTANA AVE.
#304
LOS ANGELES, CA 90049

CONTACT:
PH: 310-963-4480
jkneeson@gmail.com

Van Cleef & Arpels
300 NORTH RODEO DRIVE

LOUIS
VUITTON

ERMENEGILDO
ZEGNA

DIOR

BEBE

HARRY WINSTON

TWO RODEO

NOTE:
SEE SHEET DD03 FOR EXTG.
PHOTOS OF ADJACENT TENANTS

N

B PLOT PLAN
SCALE: N.T.S.

DRAWING LIST

ISSUED FOR A.R.C. DECEMBER 14, 2011 REVIEW

ARCHITECTURAL:

COVER SHEET

EXISTING CONDITION PHOTOS (VCA)

EXISTING CONDITION PHOTOS (ADJACENT TENANTS)

EXISTING CONDITION FLOOR PLAN

EXISTING CONDITION EXTERIOR ELEVATIONS

EXISTING CONDITION EXTERIOR ELEVATION

EXISTING STOREFRONT SECTIONS

PROPOSED FLOOR PLAN

DWG.

DD-01

DD-02

DD-03

DD-04

DD-05

DD-06

DD-07

DD-08

ARCHITECTURAL:

PROPOSED EXTERIOR ELEVATIONS

PROPOSED EXTERIOR ELEVATION

PROPOSED SHOW WINDOW DETAILS

PROPOSED SHOW WINDOW DETAILS

PROPOSED ENTRY DOOR DETAILS

PROPOSED STOREFRONT DETAILS (SIGNAGE)

PROPOSED RENDERINGS

MATERIAL BOARD

DWG.

DD-09

DD-10

DD-11

DD-1A

DD-12

DD-13

DD-14

DD-15

ISSUED FOR A.R.C. DECEMBER 14, 2011 REVIEW

ISSUED FOR A.R.C. FEBRUARY 15, 2012 REVIEW ISSUED FOR A.R.C. FEBRUARY 15, 2012 REVIEW
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M E P  ENGINEER:
HENDERSON ENGINEERS, INC.
8325 LENEXA DRIVE
LENEXA, KS 66214

STRUCTURAL  ENGINEER:
HALCROW YOLLES
5550 W. FLAMINGO RD.
LAS VEGAS, NV 89103

D
VAN CLEEF & ARPELS

EXTG. PHOTO (RODEO DRIVE)
SCALE: N.T.S.

A
VAN CLEEF & ARPELS

EXTG. PHOTO (RODEO DR. / DAYTON WAY - NORTHEAST CORNER)
SCALE: N.T.S.

B
VAN CLEEF & ARPELS

EXTG. PHOTO (ENTRY)
SCALE: N.T.S.

E
VAN CLEEF & ARPELS

EXTG. PHOTO (DAYTON WAY)
SCALE: N.T.S.

C
VAN CLEEF & ARPELS

EXTG. PHOTO (TYP SHOW WINDOW)
SCALE: N.T.S.
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M E P  ENGINEER:
HENDERSON ENGINEERS, INC.
8325 LENEXA DRIVE
LENEXA, KS 66214

STRUCTURAL  ENGINEER:
HALCROW YOLLES
5550 W. FLAMINGO RD.
LAS VEGAS, NV 89103

C
ADJACENT TENANT 

EXTG. PHOTO (ERMENEGILDO ZEGNA)
SCALE: N.T.S.

A
ADJACENT TENANT

EXTG. PHOTO (LOUIS VUITTON)
SCALE: N.T.S.

B
ADJACENT TENANT

EXTG. PHOTO (TWO RODEO)
SCALE: N.T.S.

D
ADJACENT TENANT

EXTG. PHOTO (DIOR)
SCALE: N.T.S.
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FLOOR PLAN
SCALE: 3/8" = 1'-0"
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HALCROW YOLLES
5550 W. FLAMINGO RD.
LAS VEGAS, NV 89103

DD-05

E
X

IS
TI

N
G

S
TO

R
E

FR
O

N
T 

E
LE

V
A

TI
O

N
S

A
EXISTING STOREFRONT

ELEVATION
SCALE: 3/8" = 1'-0"

B
EXISTING STOREFRONT

ELEVATION
SCALE: 3/8" = 1'-0"

B
DD-07

A
DD-07

C
DD-07

FIN. FLOOR
+ 0'-0"

FIN. FLOOR
+ 0'-0"

ENTRY OPENING

+ 9'-10-1/2" AFF

T.O. EXTG.

STONE BASE
+ 1'-1" AFF

T.O. EXTG.

S.W. OPENING
+ 10'-4" AFF

T.O. EXTG.

RAILING
+ 13'-10-1/2" AFF

T.O. EXTG.

SHOW WINDOW #1 SHOW WINDOW #2 SHOW WINDOW #3 ENTRY ENTRY
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FIN. FLOOR
+ 0'-0"

T.O. EXTG. STONE BASE
+ 2-1/2" AFF

T.O. EXTG. SHOW WINDOW OPENING
+ 10'-4" AFF

FIN. FLOOR
+ 0'-0"

T.O. EXTG. ENTRY OPENING
+ 9'-10-1/2" AFF

T.O. EXTG. RAILING
+ 13'-10-1/2" AFF

ENTRY SHOW WINDOW #4 SHOW WINDOW #5 SHOW WINDOW #6
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EXISTING STOREFRONT

SECTION
SCALE: 1/2" = 1'-0"

B
EXISTING STOREFRONT

SECTION
SCALE: 1/2" = 1'-0"

C
EXISTING STOREFRONT

SECTION
SCALE: 1/2" = 1'-0"

D
EXISTING STOREFRONT

SECTION
SCALE: 1/2" = 1'-0"

FIN. FLOOR
+ 0'-0"

FIN. CLNG.
+ 10'-4" AFF

FIN. FLOOR
+ 0'-0"

FIN. CLNG.
+ 12'-0" AFF

FIN. FLOOR
+ 0'-0"

FIN. CLNG.
+ 10'-4-3/4" AFF

FIN. FLOOR
+ 0'-0"

FIN. CLNG.
+ 10'-4" AFF

EXTG. STONE BASE

EXT'G STOREFRONT
GLASS AND FRAME

EXTG. AWNING

EXTG. PULL-DOWN
SHADE

EXTG. FIXTURE

EXTG. STONE BASE

EXTG. AWNING

EXTG. FIXTURE

EXTG. AWNING

EXTG. DOORS &
GLASS TRANSOM
ABOVE

EXTG. STONE BASE

EXTG. AWNING

EXTG. FIXTURE

EXTG. STONE
ARCHITRAVE EXTG. STONE

ARCHITRAVE
EXTG. STONE
ARCHITRAVE

EXTG. STONE
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EXT'G STOREFRONT
GLASS AND FRAME

EXT'G STOREFRONT
GLASS AND FRAME
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PROPOSED STOREFRONT

ELEVATION
SCALE: 3/8" = 1'-0"

FIN. FLOOR
+ 0'-0"

FIN. FLOOR
+ 0'-0"

T. O. STONE BASE
+ 1'-3 1/2" AFF

T.O. STOREFRONT
+ 10'-4" AFF

CAST BRONZE
+ 13'-10-1/2" AFF

T.O. EXTG.

DD-11

B
DD-12

B

TRANSOM
+ 8-6 1/2" AFF

BOTTOM

DD-13

2

PROPOSED CAST
BRONZE PANEL ABOVE
SHOW WINDOWS #3 AND
#4 TO MATCH EXISTING

DD-11A

B

SHOW WINDOW #1 SHOW WINDOW #2 SHOW WINDOW #3 ENTRY ENTRY

PROPOSED FIXED
AWNING WITH
BLACK ALUMINUM
FRAMING
AND SUNBRELLA
BLACK FABRIC

P3
DD-13

4

STOREFRONT NOTES:

1. CLEAN, REFURBISH AND RE-FINISH EXISTING
CAST BRONZE PANELS.

2. PATCH AND REPAIR EXISTING STUCCO FACADE
AFFECTED BY NEW WORK AND RE-PAINT ENTIRE
FACADE TO MATCH EXISTING FINISH.
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DD-10
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TO

R
E

FR
O

N
T 

E
LE

V
A

TI
O

N

C
PROPOSED STOREFRONT

ELEVATION
SCALE: 3/8" = 1'-0"

FIN. FLOOR
+ 0'-0"

T.O. EXTG. STONE BASE
+ 2-1/2" AFF

T.O. EXTG. SHOW WINDOW OPENING
+ 10'-4" AFF

FIN. FLOOR
+ 0'-0"

T.O. EXTG. ENTRY OPENING
+ 9'-10-1/2" AFF

T.O. EXTG. IRONWORK
+ 13'-10-1/2" AFF

DD-11

B

PROPOSED CAST BRONZE
PANEL ABOVE SHOW
WINDOWS #3 AND #4 TO
MATCH EXISTING

DD-11A

B
SIM. TO

ENTRY SHOW WINDOW #4 SHOW WINDOW #5
SHOW WINDOW #6

PROPOSED FIXED AWNING
WITH BLACK ALUMINUM
FRAMING
AND SUNBRELLA BLACK
FABRIC

P3
DD-13

4
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B
PROPOSED SHOW WINDOW

ELEVATION
SCALE: 3/4" = 1'-0"

A
SHOW WINDOW

PLAN
SCALE: 3/4" = 1'-0"

C
PROPOSED SHOW WINDOW

SECTION
SCALE: 1-1/2" = 1'-0"

PROPOSED EXISTING BRONZE
RAILING TO BE CLEANED AND
REFURBISHED - NEW TO MATCH
AT SHOW WINDOWS #3 AND #4

EXISTING WINDOW TO REMAIN

PROPOSED PUSH-THROUGH
FROSTED ACRYLIC SIGN WITH
CONCEALED LED LIGHT PANEL
BEHIND (4000K - COOL WHITE) -
SEE SIGNAGE DETAILS FOR
PROPOSED HEIGHT AND SIZE

DD-13

1

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK)

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS

G1

PROPOSED INTERNALLY
ILLUMINATED DISPLAY FIXTURE
WITH BLACK LACQUER FIN. AND
POLISHED SILVER FRAME
BEHIND GLASS

PROPOSED CURTAINS BEHIND
GLASS

PROPOSED STONE SILL S1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS M8

P3

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK) P3

PROPOSED 3/8" RAISED BLACK
ALUM. PANEL WITH 3/8" X 3/8" X
1/8" POLISHED ST. STEEL TRIM
AT PERIMETER

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS G1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS

M8

M4

PROPOSED CURTAINS
BEHIND GLASS

PROPOSED MILLWORK CASING
AND COVE ABOVE - BLACK
LACQUER FINISH P3

PROPOSED MILLWORK
RETURN - BLACK
LACQUER FINISH P3

EXISTING SIDEWALK (SLOPED)
FIN. FLOOR

+ 0'-0"

STONE BASE
VARIES

T.O. EXTG.

T.O. STOREFRONT
+ 10'-4" AFF

IRONWORK
+ 13'-10-1/2" AFF

T.O. EXTG.

TRANSOM
+ 8-6 1/2" AFF

BOTTOM

EXISTING METAL RAILING TO BE
CLEANED AND REFURBISHED

PROPOSED PUSH-THROUGH
FROSTED ACRYLIC SIGN
WITH CONCEALED LED LIGHT
PANEL BEHIND (4000K - COOL
WHITE) - SEE SIGNAGE
DETAILS FOR PROPOSED
HEIGHT AND SIZE

PROPOSED BLACK ALUMINUM
METAL PANELS BY ALCOA
REYNOBOND COLORWELD 500
(DEEP BLACK)

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS

G1

PROPOSED STONE SILL
S1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS

M8

P3

EXISTING SIDEWALK (SLOPED)

PROPOSED MILLWORK
COVE ABOVE WITH
RECESSED DOWNLIGHTS -
BLACK LACQUER FINISH

P3

PROPOSED RAISED
MILLWORK PLATFORM -
BLACK LACQUER FINISH

P3

PROPOSED CURTAINS ON
BOTH SIDES OF DISPLAY
FIXTURE

P3

PROPOSED RAISED BLACK ALUM.
TRANSOM PANEL BY ALCOA
REYNOBOND COLORWELD 500
(DEEP BLACK) WITH 3/8" X 3/8" X
1/8" POLISHED ST. STEEL TRIM
AT PERIMETER M4P3

PROPOSED CONT. BLACK
ALUM. TRIM AT TOP OF
STOREFRONT P3

PROPOSED FIXED AWNING WITH
BLACK ALUMINUM FRAMING,
SUNBRELLA BLACK FABRIC AND
WHITE MONOGRAM ON VALENCE

P3

PROPOSED FIXED AWNING
WITH BLACK ALUMINUM
FRAMING             , SUNBRELLA
BLACK FABRIC AND WHITE
MONGRAM ON VALENCE - SEE
SIGNAGE DETAILS

P3

P3 M8

PROPOSED RAISED BLACK
ALUM. TRANSOM PANEL BY
ALCOA REYNOBOND
COLORWELD 500 (DEEP
BLACK) WITH 3/8" X 3/8" X 1/8"
POLISHED ST. STEEL TRIM AT
PERIMETER M4P3

PROPOSED INTERNALLY
ILLUMINATED DISPLAY FIXTURE
WITH BLACK LACQUER FIN. AND
POLISHED SILVER FRAME
BEHIND GLASS P3 M8

EXISTING ENGRAVED ST.
STEEL VCA MONOGRAM
(BOTH SIDES OF SHOW
WINDOW)

PROPOSED 5/8" HIGH BLACK
VINYL LOGO

PROPOSED 5/8" HIGH BLACK
VINYL LOGO MOUNTED TO
DISPLAY FIXTURE BEHIND
GLASS PROPOSED CONCRETE CURB

PROPOSED WATERPROOF
MEMBRANE

PROPOSED WATERPROOF
MEMBRANE

PROPOSED 3/4" EXTERIOR GRADE
PLYWOOD W/ VAPOR BARRIER &
R19 BATT INSULATION

PAINTED GYP. BRD.
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B
PROPOSED SHOW WINDOW

ELEVATION
SCALE: 3/4" = 1'-0"

A
SHOW WINDOW

PLAN
SCALE: 3/4" = 1'-0"

C
PROPOSED SHOW WINDOW

SECTION
SCALE: 1-1/2" = 1'-0"

PROPOSED CAST BRONZE
PANEL ABOVE SHOW WINDOWS
#3 AND #4 TO MATCH EXISTING

PROPOSED PUSH-THROUGH
FROSTED ACRYLIC SIGN WITH
CONCEALED LED LIGHT PANEL
BEHIND (4000K - COOL WHITE) -
SEE SIGNAGE DETAILS FOR
PROPOSED HEIGHT AND SIZE

DD-14

1

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK)

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS G1

PROPOSED INTERNALLY
ILLUMINATED DISPLAY FIXTURE
WITH BLACK LACQUER FIN. AND
POLISHED SILVER FRAME
BEHIND GLASS

PROPOSED CURTAINS BEHIND
GLASS

PROPOSED STONE SILL S1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS M8

P3

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK) P3

PROPOSED 3/8" RAISED BLACK
ALUM. PANEL WITH 3/8" X 3/8" X
1/8" POLISHED ST. STEEL TRIM
AT PERIMETER

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS G1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS

M8

M4

PROPOSED CURTAINS
BEHIND GLASS

PROPOSED MILLWORK CASING
AND COVE ABOVE - BLACK
LACQUER FINISH

P3

PROPOSED MILLWORK
RETURN - BLACK
LACQUER FINISH P3

EXISTING SIDEWALK (SLOPED)
FIN. FLOOR

+ 0'-0"

STONE BASE
VARIES

T.O. EXTG.

T.O. STOREFRONT
+ 10'-4" AFF

IRONWORK
+ 13'-10-1/2" AFF

T.O. EXTG.

TRANSOM
+ 8-6 1/2" AFF

BOTTOM

PROPOSED PUSH-THROUGH
FROSTED ACRYLIC SIGN
WITH CONCEALED LED
LIGHT PANEL BEHIND (4000K
- COOL WHITE) - SEE
SIGNAGE DETAILS FOR
PROPOSED HEIGHT AND
SIZE

PROPOSED BLACK ALUMINUM
METAL PANELS BY ALCOA
REYNOBOND COLORWELD 500
(DEEP BLACK)

PROPOSED 3/4" LAMINATED
STARPHIRE GLASS G1

PROPOSED STONE SILL S1

PROPOSED SILVER PLATED
FRAME BEHIND GLASS M8

P3

EXISTING SIDEWALK (SLOPED)

PROPOSED MILLWORK
COVE ABOVE WITH
RECESSED DOWNLIGHT -
BLACK LACQUER FINISH

P3

RAISED MILLWORK
PLATFORM - BLACK
LACQUER FINISH P3

PROPOSED CURTAINS ON
BOTH SIDES OF DISPLAY
FIXTURE

P3

PROPOSED RAISED BLACK ALUM.
TRANSOM PANEL BY ALCOA
REYNOBOND COLORWELD 500
(DEEP BLACK) WITH 3/8" X 3/8" X
1/8" POLISHED ST. STEEL TRIM
AT PERIMETER M4P3

PROPOSED CONT. BLACK
ALUM. TRIM AT TOP OF
STOREFRONT P3

PROPOSED FIXED AWNING WITH
BLACK ALUMINUM FRAMING,
SUNBRELLA BLACK FABRIC AND
WHITE MONOGRAM ON VALENCE

P3

PROPOSED FIXED AWNING
WITH BLACK ALUMINUM
FRAMING             , SUNBRELLA
BLACK FABRIC AND WHITE
MONOGRAM ON VALENCE -
SEE SIGNAGE DETAILS

P3

P3 M8

PROPOSED RAISED BLACK
ALUM. TRANSOM PANEL BY
ALCOA REYNOBOND
COLORWELD 500 (DEEP
BLACK) WITH 3/8" X 3/8" X 1/8"
POLISHED ST. STEEL TRIM AT
PERIMETER

M4P3

PROPOSED INTERNALLY
ILLUMINATED DISPLAY FIXTURE
WITH BLACK LACQUER FIN. AND
POLISHED SILVER FRAME
BEHIND GLASS P3 M8

EXISTING ENGRAVED ST.
STEEL VCA MONOGRAM
(BOTH SIDES OF SHOW
WINDOW)

PROPOSED 5/8" HIGH BLACK
VINYL LOGO

PROPOSED 5/8" HIGH BLACK
VINYL LOGO MOUNTED TO
DISPLAY FIXTURE BEHIND
GLASS

PROPOSED ART DECO
BAS-RELIEF (TBD) AT SHOW
WINDOWS #3 AND #4

PROPOSED WATERPROOF
MEMBRANE

PROPOSED CONCRETE CURB

PROPOSED
WATERPROOF
MEMBRANE

3/4" EXTERIOR GRADE PLYWOOD
W/ VAPOR BARRIER & R19 BATT
INSULATION

PAINTED GYP. BRD.

PROPOSED NEW CONCRETE
WALL AS SCHEDULED

PROPOSED NEW CONC.
JAMB AS SCHEDULED
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B
PROPOSED ENTRY DOOR

ELEVATION
SCALE: 3/4" = 1'-0"

A
ENTRY DOOR

PLAN
SCALE: 3/4" = 1'-0"

C
PROPOSED ENTRY DOOR

SECTION
SCALE: 1-1/2" = 1'-0"

EXISTING WINDOW TO
REMAIN

PROPOSED
PUSH-THROUGH
FROSTED ACRYLIC SIGN
WITH CONCEALED LED
LIGHT PANEL BEHIND
(4000K - COOL WHITE) -
SEE SIGNAGE DETAILS
FOR HEIGHT AND SIZE

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK) P3

EXISTING SIDEWALK (SLOPED)

PROPOSED DECORATIVE METAL
SCREEN TO MATCH EXT'G CAST
BRONZE RAILING WITH BLACK FINISH
AND 1/2" LAMINATED STARPHIRE
GLASS TRANSOM BEHIND

PROPOSED BRUSHED STAINLESS
STEEL ENTRY DOORS WITH 1/2"
LAMINATED STARPHIRE GLASS,
CENTER PIVOT FLOOR CLOSERS,
3-POINT CONCEALED LOCKING
SYSTEM AND CUSTOM PULLS

PROPOSED BRUSHED ST. STEEL
SIDELIGHTS WITH 1/2" LAMINATED
STARPHIRE GLASS

PROPOSED DECORATIVE METAL
AWNING TO MATCH EXT'G CAST
BRONZE RAILING WITH BLACK
FINISH

A506

1

DD-14

3

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK)

P3

PROPOSED 3/8" RAISED BLACK
ALUM. PANEL WITH 3/8" X 3/8" X
1/8" POLISHED ST. STEEL TRIM
AT PERIMETER OF RAISED
PANELS M4

P3

P3 G2

P3

PROPOSED BLACK ALUM.
CASING AND SOFFIT ABOVE
BY ALCOA REYNOBOND
COLORWELD 500 (DEEP
BLACK)

PROPOSED DECORATIVE METAL
AWNING TO MATCH EXT'G CAST
BRONZE RAILING WITH BLACK FINISH P3

EXISTING WINDOW TO REMAIN

PROPOSED PUSH-THROUGH
FROSTED ACRYLIC SIGN WITH
CONCEALED LED LIGHT PANEL
BEHIND (4000K - COOL WHITE) -
SEE SIGNAGE DETAILS FOR
HEIGHT AND SIZE

PROPOSED DECORATIVE
METAL SCREEN TO
MATCH EXT'G CAST
BRONZE RAILING WITH
BLACK FINISH

PROPOSED BRUSHED STAINLESS
STEEL ENTRY DOORS WITH 1/2"
LAMINATED STARPHIRE GLASS,
CENTER PIVOT FLOOR CLOSERS,
3-POINT CONCEALED LOCKING
SYSTEM AND CUSTOM PULLS

PROPOSED DECORATIVE METAL
AWNING TO MATCH EXT'G CAST
BRONZE RAILING WITH BLACK
FINISH

P3

G2

P3

M4P3

M1 G2

M1 G2

PROPOSED RAISED
BLACK ALUM. TRANSOM
PANEL BY ALCOA
REYNOBOND
COLORWELD 500 (DEEP
BLACK) WITH 3/8" X 3/8"
X 1/8" POLISHED ST.
STEEL TRIM AT
PERIMETER

M4P3

PROPOSED RAISED BLACK
ALUM. TRANSOM PANEL BY
ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK)
WITH 3/8" X 3/8" X 1/8"
POLISHED ST. STEEL TRIM AT
PERIMETER

EXISTING SIDEWALK (SLOPED)

DD-14

3

PROPOSED 1/2"
LAMINATED STARPHIRE
GLASS TRANSOM

M1 G2

EXISTING ENGRAVED ST.
STEEL VCA MONOGRAM
(BOTH SIDES OF ENTRY)

EXISTING ENGRAVED ST.
STEEL VCA CITY NAMES
PLAQUE (BOTH SIDES
OF ENTRY)
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1 FRONT LIT SIGNAGE DETAIL
SCALE: 3" = 1'-0"

2 PIN MOUNTED SIGNAGE DETAIL
SCALE: 6" = 1'-0"

3 DOOR HANDLE DETAIL
SCALE: 6" = 1'-0"

4 AWNING DETAILS
SCALE: 3/4" = 1'-0"

PUSH-THROUGH FROSTED
ACRYLIC SIGN (FACE AND SIDES)
SIGNAGE

DIFFUSER PANEL BEHIND
ACRYLIC LETTERS

METAL SIGN BOX (PTD. WHITE
INTERIOR) WITH CONCEALED
LED LIGHT PANEL (4000K - COOL
WHITE)

CL
ENTRY DOORS

PROPOSED
BRUSHED ST. STEEL
FINISH (SHADED)

PROPOSED POLISHED
STAINLESS STEEL FINISH AT
BACK, TRIM AND EDGE OF
HANDLE

PROPOSED POLISHED
STAINLESS STEEL BRACKET

SOLID 1" THK. METAL SIGN
WITH BLACK FINISH PIN
MOUNTED TO EXTG. BLDG.

PROPOSED RAISED BLACK ALUM.
TRANSOM PANEL BY ALCOA
REYNOBOND COLORWELD 500
(DEEP BLACK) WITH 3/8" X 3/8" X 1/8"
POLISHED ST. STEEL TRIM AT
PERIMETER M4P3

PROPOSED BLACK ALUMINUM
PANELS BY ALCOA REYNOBOND
COLORWELD 500 (DEEP BLACK) P3

M4

REMOVABLE TRANSOM PANEL
FOR FUTURE ACCESS

M4

PROPOSED POLISHED
STAINLESS STEEL
FINISH AT BACK, TRIM
AND EDGE OF HANDLE

M4

PROPOSED POLISHED
STAINLESS STEEL
LETTERS M4

PROPOSED
BRUSHED ST. STEEL
FINISH (SHADED)

PROPOSED POLISHED
STAINLESS STEEL
BRACKET (DASHED) M4

'Y' HEIGHTLOCATION

S.W. #1, 2, 5, 6 6 1/4"

'X' WIDTH

5'-10 7/8"
4 3/4" 4'-5 7/8"S.W. #3, 4

SHOW WINDOW SIGNS
AREA PER

SIGN

3.08 SF
1.78 SF

NUMBER
OF SIGNS

TOTAL SQ. FT.

HEIGHTLOCATION WIDTH

8" 7'-6 3/4"ABOVE ENTRY

ENTRY SIGNS

5.04 SF

TOTAL SQ. FT.

1

4
2

AREA PER
SIGN

NUMBER
OF SIGNS

HEIGHTLOCATION WIDTH

5" PROVIDED 9-3/8"

AWNING SIGNS

0.1625 SF
TOTAL SQ. FT.

6
.975 SF

AREA PER
SIGN

NUMBER
OF SIGNS

P3

M1

M1

PROPOSED FIXED AWNING WITH
BLACK ALUMINUM FRAMING
AND SUNBRELLA BLACK FABRIC

P3

'Y' HEIGHTLOCATION

DOOR HANDLE 8"

'X' WIDTH

1'-3"
4" 7-1/2"FACADE

MONOGRAMS
AREA PER

SIGN

.83 SF

.11 SF

NUMBER
OF SIGNS

TOTAL SQ. FT.

1
8

28.54 SQ. FT PROPOSED
130 SQ. FT. ALLOWED (FOR CORNER BUSINESS)

ALL 5/8" 6 7/8" 6 .03 SF

TOTAL

TOTAL

TOTAL

TOTAL

12.03 SF
3.56 SF
.18 SF

15.77 SF

10.08 SF

.975 SF

.83 SF

.88 SF
1.71 SF

TYPE

TYPE

TYPE

TYPE

BACK-LIT ACRYLIC

BACK-LIT ACRYLIC

BACK-LIT ACRYLIC

BLACK VINYL

8" 7'-6 3/4"ABOVE ENTRY 5.04 SF1PIN-MOUNTED METAL

5.04 SF
5.04 SF

ENGRAVED ST. STEEL

ENGRAVED ST. STEEL

SILKSCREENED
MONOGRAM

WHITE SILKCREENED
MONOGRAM APPLIED TO
VALENCE

S.W. #1, 2, 3, 4, 5, 6
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RESOLUTION NO. AC XX‐XX 
 

RESOLUTION  OF  THE  ARCHITECTURAL  COMMISSION  OF  THE  CITY  OF 
BEVERLY  HILLS  CONDITIONALLY  APPROVING  AN  ARCHITECTURAL 
REVIEW PERMIT TO ALLOW A REVISION TO A PREVIOUSLY APPROVED 
FAÇADE REMODEL AND SIGN ACCOMMODATION FOR MULTIPLE SIGNS 
FOR THE PROPERTY LOCATED AT 300 NORTH RODEO DRIVE (VAN CLEEF 
& ARPELS ‐ PL1131868). 

 
 
  The Architectural Commission of the City of Beverly Hills hereby finds, resolves and determines 

as follows: 

 

  Section 1.  Charles Petretti, AIA and Murray D. Fischer, applicants on behalf of the property 

owners, Paul Kanin, and the tenant, Van Cleef & Arpels (Collectively the “Applicant”), has applied for 

architectural approval of a revision to a previously approved façade remodel and sign accommodation 

for multiple business identification signs for the property located at 300 North Rodeo Drive. 

 

  Section 2.    Beverly Hills Municipal Code Article 30, Chapter 3 of Title 10, authorizes the 

Architectural Commission the authority to approve, approve with conditions or deny design‐related 

aspects of projects located in the city’s commercial and multi‐family districts, subject to findings set 

forth in Beverly Municipal Code Section 10‐3‐3010. 

 

  Section 3.   Consistent with Beverly Hills Municipal Code Section 10‐3‐3010, this resolution 

documents the official action of the architectural commission with respect to the project. 

 

  Section 4.   The subject project has been reviewed pursuant to the provisions set forth in 

the California Environmental Quality Act (CEQA – Public Resource Code Sections 21000, et seq.), the 

State CEQA Guidelines (California Code of Regulations, Title 14, Sections 15000 et seq.), and the city’s 
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local CEQA Guidelines. The subject project is exempt from environmental review pursuant to Section 

15061(b)(3) of the State CEQA Guidelines in that the project includes the review of building design, 

colors and materials to the façade of the building, landscaping or minor low‐scaled accessory structures, 

such as fences or walls. It can be seen with certainty that there is no possibility that the subject activity 

could result in a significant effect on the environment. 

 

  Section 5.   The Architectural Commission conducted a duly noticed public hearing on 

March 21, 2012 at which time oral and documentary evidence was received concerning the application.  

 

  Section 6.   Based upon the evidence presented at the hearings, including the staff 

report(s), oral and written testimony, the Architectural Commission hereby makes the following 

findings: 

 

A. The plan for the proposed building or structure is in conformity with good taste and 

good design and, in general, contributes to the image of Beverly Hills as a place of beauty, spaciousness, 

balance, taste, fitness, broad vistas, and high quality.  Specifically the project incorporates an 

appropriate balance of color, high quality materials and appropriate architectural design principles to 

reinforce the city’s urban form and promote the image of Beverly Hills. 

 

B. The plan for the proposed building or structure indicates the manner in which the 

structure is reasonably protected against external and internal noise, vibrations, and other factors which 

may tend to make the environmental less desirable. The proposed project is proposed to be constructed 

using contemporary building materials and practices, and, as conditioned, complaint with all applicable 

building codes, including standards that protect against unwanted noise and vibrations. 
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C. Proposed building or structure is not, in its exterior design and appearance, of inferior 

quality such as to cause the nature of the local environment to materially depreciate in appearance and 

value. Specifically, the commission has reviewed the design and construction materials proposed for the 

project, which incorporates contemporary building material of known quality and durability. Moreover, 

the project design is appropriate to the building and surrounding improvements and is well matched to 

the selected materials. 

 

D. As conditioned, the proposed building or structure is in harmony with the proposed 

developments on land in the general area, with the general plan for Beverly Hills, and with any precise 

plans adopted pursuant to the general plan. The proposed project complies with the applicable goals 

and policies set forth in the general plan, and, as conditioned, designed in a manner that complies with 

local ordinances. The overall design is consistent with and appropriate to other improvements in the 

general vicinity. 

 

E. The proposed development is in conformity with the standards of this code and other 

applicable laws insofar as the location and appearance of the buildings and structures are involved.  As, 

conditioned, the project will be designed in compliance with all applicable regulations. 

 
F. The proposed development is designed in a manner that protects and preserves those 

exterior elements of the building which the planning commission found contributed to the 

determination of the project as a “character contributing building”: in accordance with section 10‐2‐707 

of this title. The proposed project does not include a request and has not been determined by the 

planning commission to be a project that qualifies as a “character contributing building” under section 

10‐2‐707. Therefore, this finding is not applicable to the subject project. 
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Section 7.   Based on the foregoing, the Architectural Commission hereby grants the request 

defined in this resolution subject to the following conditions: 

 

 

Standard Conditions 

1. Architectural Approval. Project approval is for the design‐related aspects of the project only. No 

approval is implied or granted with regard to applicable city zoning or technical codes, which may 

require review and approval from other city commissions or officials. 

 

2. Compliance with Municipal Code. Prior to issuance of a building permit, the applicant shall 

demonstrate compliance with all applicable provisions of the city’s municipal code and applicable 

conditions imposed by any discretionary review approval. 

 

3. Compliance with Special Conditions. Any special conditions that require approval by the director of 

community development, or designee, shall be submitted to the staff liaison to the commission 

within fourteen (14) days of approval or prior to submittal of the plan check review application, 

whichever is greater.  

 

4. Project Rendering. Prior to issuance of a building permit, the applicant shall incorporate into the 

building permit set of plans, an updated color rendering of all building facades. The quality and 

detail of the rendering shall be subject to approval from the director of community development, or 

designee, and shall include sufficient design information to evaluate project compliance during 

construction.  
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5. Approval Resolution. A copy of the signed resolution of approval shall be scanned onto the cover 

sheet(s) of the building permit set of plans. 

 

6. Substantial Compliance with Approved Plans. The director of community development, or 

designee, shall determine if changes to the approved project are in substantial compliance with the 

commission’s action. This determination shall be subject to applicable fees and charges. A 

substantial modification to the approved project requires approval from the Architectural 

Commission. 

 

7. Validity of Permits. The rights granted by this approval shall remain valid for three (3) years from 

the date of approval, unless extended pursuant to Beverly Hills Municipal Code Section 10‐3‐207. 

 
Special Conditions 

 
8. There are no special conditions for this project.  

 

Section 8.  The Secretary of the Architectural Commission shall certify to the passage, 

approval, and adoption of this resolution, and shall cause this resolution and its certification to be 

entered in the administrative record maintained by the community development department. 

 

Section 9.   Decisions of the Architectural Commission may be appealed to the City Council 

within fourteen (14) days of the final action by filling a written appeal and paying appropriate fees with 

the City of Beverly Hills City Clerk. 
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Approved as to Form and Content:    Adopted: March 21, 2012 

 
 
 

Shena Rojemann, Commission Secretary 
Community Development Department 

  Fran Cohen, Chairperson 
Architectural Commission 
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STATE OF CALIFORNIA  ) 

COUNTY OF LOS ANGELES  )  SS. 

CITY OF BEVERLY HILLS  ) 

 

I, SHENA ROJEMANN, Secretary of  the Architectural Commission and Associate Planner of  the City of 
Beverly Hills, California, do hereby certify that the foregoing is a true and correct copy of Resolution No. 
AC XX‐XX duly passed, approved, and adopted by the Architectural Commission of said City at a meeting 
of said Commission on March 21, 2012 and thereafter duly signed by the Secretary of the Architectural 
Commission,  as  indicated;  and  that  the  Architectural  Commission  of  the  City  consists  of  seven  (7) 
members and said Resolution was passed by the following vote of said Commission, to wit: 

AYES:   

NOES:   

ABSTAIN:   

ABSENT:   

 

____________________________________ 
SHENA ROJEMANN 
Secretary to the Architectural  
Commission/Associate Planner 
City of Beverly Hills, California 

 
 




