City of Beverly Hills
Planning Division

455 N. Rexford Drive Beverly Hills, CA 90210
TEL. {310) 458-1141 FAX. (310) 858-5966

Architectural Commission Report

Meeting Date: Wednesday, May 15, 2013

Subject: PUSSY AND POOCH
9388 South Santa Monica Boulevard
Request for approval of a facade remodel and a business identification sign.
(PL1306527) '

Project agent: Lisa Willoughby

Recommendation: Conduct public hearing to discuss the project details and provide the applicant with
design guidance.

REPORT SUMMARY

The applicant is requesting review and approval of a fagade remodel and business identification signage
for the new Pussy and Pooch retail store at 9388 South Santa Monica Blvd. The facade modification
includes the following:

e Remove existing marble and aluminum frame fagade finish system.
e Remove existing curved eyebrow canopy.

e New smooth stucco finish facade.

e New glass entry doors and windows along facade.

The applicant is proposing one (1) business identification sign:
e 73 square feet in size (maximum 100 SF permitted)
e Internally illuminated sign cabinet with translucent vinyl film featuring business logo
e 1" clear acrylic letters with copy “pussy & pooch”

Pursuant to Beverly Hills Municipal Code (BHMC) §10-4-604, the maximum allowable sign area for
business identification signage for a ground floor business with street frontage is two square feet (2°) in
area for each ane foot (1’) of ground floor street frontage, in no event to exceed 100 square feet.

URBAN DESIGN ANALYSIS

The change of materials on the facade has resulted in an over-simplified design that emphasizes the
monumentality of the massing. The fagade design lacks a defined storefront, legible entry point and
sense of arrival. Transparency on the facade should be increased by raising the ratio of glazing to solid
wall. Therefore, staff recommends that the Commission provide the applicant with design guidance.
Additionally, the size of the proposed sign is too large in proportion to the fagade; Project Specific
Condition No. 1 has been included to ensure that the sign be revised to more appropriate size and
location.

Attachment(s): Report Author and Contact Information:
A.  Detailed Design Description and Materials (Applicant Prepared) Reina Kapadia, Limited Term Planner
B.  Design Plans, Cut Sheets & Supporting Documents (310) 285-1129

C.  DRAFT Approval Resolution ’ rkapadia@beverlyhills.org
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Architectural Commission Report
445 North Rexford Drive, Room 280-A
AC Meeting — May 15, 2013

ZONING CODE COMPLIANCE

Applications for design review are preliminarily evaluated for compliance with the zoning code.
Applicants are encouraged and have the option of requesting a comprehensive review separate and
apart from this application. Formal compliance review will occur when a building permit application is
filed (plan check). The applicant has been advised that changes during plan check may require revisions
and subsequent approval from the Architectural Commission or staff, as appropriate.

ENVIRONMENTAL ASSESSMENT

The subject project is exempt from the California Environmental Quality Act {CEQA — Public Resources
Code §§21000 — 21178), pursuant to Section 15061(b)(3) of the State CEQA Guidelines in that the
project includes the review of building design, colors and materials to the fagade of the building, front
yard landscaping or minor low-scaled accessory structures, such as fences or walls. It can be seen with
certainty that there is no possibility that the subject activity could result in a significant effect on the
environment.

PUBLIC OUTREACH AND NOTIFICATION
No public notification was required for this project.



Architectural Commission Report
445 North Rexford Drive, Room 280-A
AC Meeting - May 15, 2013

Attachment A:
Detailed Design Description
and Materials (applicant prepared)



City of Beverly Hills — Archit&tural Review Application

Page 30f13

SECTION 2 — PROJECT DESCRIPTION / ZONING INFORMATION

A Indicate Requested Application
E Staff Review
® Three (3) sets of plans required (see Section 6 for plan size requirements).
[X]  Architectural Commission Review
s Eight (8} sets of plans required (see Section 6 for plan size requirements).
» Public Notice materials required for Sign Accommodations (see Section 5 for public notice
requirements).

B Identify the scope of work (check all that apply):

New construction D Remodel: Int. & Ext, no floor area added
Fagade Remode! ONLY D Remodel: Int. & Ext, floor area added
Business identification Sign(s) D Awning(s): I:I New I____] Recovery

0

i
Number of signs proposed: 1
D Building Identification Sign(s) D Open Air Dining:  #Tables # Chairs
Number of signs proposed:
O Sign Accommodation (explain reason for the accommodation request below):
Number of signs proposed:
[

Other:

C  Describe the scope of work proposed including materials and finishes:

Removal of existing marble and aluminum framed facade finish system. Removal of existing curved eyebrow
canopy.

Replace existing marble and aluminum framed facade finish system with smooth finish stucco. Provide new
glass entry doors and windows and canopy structure over entry door. The massing of the building and
door/window openings shall stay as-is.

D lIdentify the Project Zoning (City Zoning Map: http://gis.beverlyhills.org/)

[0 ra 0 Rax [J ra4 [0 rar [] raxz
[0 r3 [J rmce X] c3 [0 c3a ] c38
[0 cs [ c311 [J c3m2 [] ca3rs [0 cs
[] other

E Lotis currently developed with (check all that apply):
[w] General Office Building I:l Multi-family Building [] other (specify below):
[m] Retail Building [J wvacant
[] Medical Office Building [ ] Restaurant

F Has the existing structure been designed by a notable architect or is it identified on any historic
resource inventory, including the City of Beverly Historic Resources Survey (Verify with the
Planning Division if the property is listed on the City’s survey)?

Yes No If yes, please list Architect’s name:




City of Beverly Hills — Archi tural Review Application

Page 4 of 13

SECTION 3 —~ PROJECT DETAILS AND MATERIALS (continues on next page)

A Indicate in the chart below all applicable signage details:

Type of Sign Quantity Dimensions Square ft Maximum Area Permitted by Code
1 approximataly 738.F. 2sf./ 1 linsar frontage or 400 8.4, 77" of linear
1. |Business ID Sign{s) 12w x 641" H storefrontage x 2' per linear f. = 154 s, or 100 &,
thy 100 1, i permitted,
2
3
4
5

B List the specific materials and finishes for all of the architectural features proposed in the project
{List N/A, not applicable, for features that do not apply.):

FACADE (List all material for all portions visible from the street)
Material: Stucco / Glass / Aluminum
Texture /Finish: Smooth Stucco Finish
Color / Transparency:  White and Green Stucco

WINDOWS/DOORS (Include frame, trim, glass, metal, etc.)
Material: Glass / Aluminum
Texture /Finish: Frameless insulated clear glazing with aluminum Fittings.
Color / Transparency:  Glear - aluminum fittings will be polished aluminum finish.

ROOF
Material: N.A.
Texture /Finish: e e e e
Color / Transparency:

COLUMNS
Material: N.A.

Texture /Finish:
Color / Transparency:

BALCONIES & RAILINGS
Material: N.A.
Texture /Finish:

Color / Transparency:

OUTDOOR DINING ELEMENTS (List all material for alt outdoor dining elements.)
Material: N.A.

Texture /Finish:

Color / Transparency:




City of Beverly Hills — Archit#
Page 5 of 13

ural Review Application

SECTION 3 ~ PROJECT DETAILS AND MATERIALS {

continued from previous page)

AWNINGS, CANOPIES
Material: Glass e
Texture /Finish: Clear Glazed awnings suspended by stainless steel frame and aluminum Fittings. e

Color / Transparency:  Clear polished finish on metal fittings.

DOWNSPOUTS / GUTTERS
Material: N.A.
Texture /Finish: T o o T - -
Color / Transparency: o o ) o o N o - -
BUSINESS ID SIGN(S)
Material: Aluminum 090 cabinet - 3/16" white aci
Texture /Finish: Smooth T o

COIOI‘/ Transparency: Paint cabinet to match green cuslom pms color of logo. Face of sign is transiucent with back lit LED lamps. See Sign submittal

BUILDING ID SIGN(S}

Material: N.A.
Texture /Finish: T
Color / Transparency:
EXTERIOR LIGHTING
Material: Horizontal surface mounted uplighting and canapy doys_/_n_!i_ghﬁng_._ ) o
Texture /Finish: Brushed Aluminum and Glass S ) ]

Color / Transparency:  Glear glazing.

PAVED SURFACES
Materiol: N.A.
rexture /Finish: T
Color / Transparency:

FREESTANDING WALLS AND FENCES
Material: N.A.
Texture /Finish: ’ - )

Color / Transparency:

OTHER DESIGN ELEMENTS
Material: N.A.
Texture /Finish:

Color / Transparency:

C  Describe the proposed landscape theme, if applicable. Explain how the proposed landscaping
complements the proposed style of architecture:
‘No Landscaping is proposed for this project.




City of Beverly Hills — Archit
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‘tural Review Application

SECTION 4 — DESIGN ANALYSIS AND FINDINGS (for Commission level applications only}

A Clearly identify how your project adheres to each of the required findings of the Architectural
Review Commission:

1. Describe how the proposed building or structure is in conformity with good taste and good

design and, in general, contributes to the image of Beverly Hills as a place of beauty,

,.spaciousness, balance, taste, fitness, broad vistas and high quality. e
{The proposed Facade Re-design will replace the dated aluminum grid / marble system with a contemporary,

‘clean facade. We propose smooth finish plaster with new frameless window and entry door elements as well

‘as clear glass canopy elements. We also propose new uplights and downlights a the entry and window
‘elements.

2.  Describe how the proposed building or structure indicates the manner in which the structure is
reasonably protected against external and internal noise, vibrations, and other factors which
may tend to make the environment less desirable.

Ethe proposed facade remodel is not so extensive as to be able to alter the acoustic properties of the building.

i We will simply be replacing old, worn building finishes with new ones. New storefront windows and entry "
i doors will be insulated glass which will help to diminish street noise from the interior space.

!
1

3. Describe how the proposed building or structure is not, in its exterior design and appearance,

of inferior quality such as to cause the nature of the local environment to materially
depreciate in appearance and value.

"The proposed facade remodel is a clean and contemporary design solution that will enhance the
:neighborhood and surrounding environment.

i
|

4, Describe how the proposed building or structure is in harmony with the proposed
developments on land in the general area, with the general plan for Beverly Hills, and with any
precise plans adopted pursuant to the general plan.

%The project is across the street from the new Annenberg Center for the Performing Arts. The proposed

:facade remodel will be in harmony with the Annenberg Center with it's simple geometric planes, clean lines
1and minimalist design approach.

5. Describe how the proposed development is in conformity with the standards of the municipal

code and other applicable laws insofar as the location and appearance of the buildings and
structures are invoived.

éThe proposed project is simply replacing existing, outdated finishes with new contemporary ones. Therefore it
iis In compliance with the municipal code and applicable laws.




Architectural Commission Report
445 North Rexford Drive, Room 280-A
AC Meeting — May 15, 2013

Attachment B:
Design plans, cut sheets
and supporting elements
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NADEL STUDIO ONE, INC
1990 S. BUNDY DRIVE

SUITE 400

LOS ANGELES, CA 80025
T.310.626.2100

F. 310.826.0182
WWW.NADELARC.COM

PROVECT:

Facade Remodel
Pussy & Pooch
Beverly Hills, CA
90210
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CLENT:
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a California Limited
Partnership

11611 San Vicente Blvd.,
Suite 1000

Los Angeles, CA 80046
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Projoct 13017 Drawing Number
Dets: 041813
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-DOOR RAIL SYSTEM

C.R. Lauronce Architoctural Products

DB130F SERIES

ANSYBISAA A156. 15 GRADE 1

BRASS
CLFSTOM FINISH AVALABLE INTERIGH OPERIAES #6 (2 960 | 9.0° (2.74m) }

Rt SINGLEACTING DEADBOLT HANDLE
i FOR GLASS DOORS WITH FULL TOP & BOTTOM RAIL
HEAER r""-%'
TOP RAR. ﬂ
H |4
e e
&i REYED LOCK
{TUNBTURN OPTIONAL)
aERoR
RANDUE |~ paERor
FIXED HANDAE
?gronm:wuw m“"‘ 100
- s !
1147 (2 ."vv:) DRAMETER STAINLESS STEEL TUBING AVAILABLE FINIHES:
et {PS1POLITED STAEDS RECOMMENDED DOOR UIITATIONS:
172° (12 o) OR 24" {10 v} IPB) POLISMED BRASS GLASS TRCIOESS: V12> {12vm] | 344° v |
CER! 3 {so)yBATH EXTERIOR GPENMIGE, B0 (2 2mm) | 64" 2.58m) |

CRL GLASS AWNING SUPPORT SYSTEM

Angles Varies-+ Standand
Aporodimaly 43 Begiies
{Mirimum 38 Jagrees)

Support hardware for flat panel awnings such as

Iaminated glass. ,g@ri it
'/v})/ ;’;’)c";;
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Support Rod: 1/2" (12 mm) diameter stainless steel
1=0.00307 in*, A=0.196in’
r=0.125in

Maximum allowable rod length: 62"
kl/r = 0.5%62"/0.125" = 256
F, = 121°E/[23(kU/r)"] = 2,121 psi {allowable compression stress)
P, = 2,121 psi*0.31 in® = 658# compression force (wind uplift)
T,=9AF,/1.6 =0.85*0,196*45ksi/1.6 = 4,686#

GLASS DOOR HANDLE

== Typical
54 (1971 min) m hanger rod
+ 548 (16 mm) '[i
10012 CREVISTON DR NW
GIG HARBOR, WA 98329
253-858-0855

SPECIFICATION FOR GLASS AWNING SUPPORT SYSTEM

NADEL

NADEL STUDIO ONE, INC
1890 5. BUNDY DRIVE

SUITE 400

LOS ANGELES, CA 90025

T. 310.626.2100

F. 310.626.0182
WWW.NADELARC.COM

PROVECT:

Facade Remodel
Pussy & Pooch
Beverly Hills, CA
90210

460 Canon Drive
Beverly Hills, CA 80210

cLENT:

460 Canon L.P.

a California Limited
Partnership

11611 San Vicente Blvd.,
Suite 1000

Los Angeles, CA 90046

CUT SHEETS




CRL GLASS ENTRANGE SYSTEM CHANNELS

For Pricing Visit Dur Web Sile ot Ce Us Tok Fre2
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CRL GLASS ENTRANGE SYSTEM SIDELITE RAILS

CRL Regular U-Channel With Top
.Load Roll-In Glazing Gasket

e Uses Top Loading Roll-In Glazing Gasket for
378" and 1/2" (10 and 12 mm) Glass

« [deal for Ceiling or Floor Installations

o RED-E to Ship Models From CRL Inventory

« Nine Standard Architectural Finishes

« Custom Finishes and Powder Painting Available

o Custom Lengths Available

CRL Regular U-Channel With Top Load Rollin Glazing Gasket was
designed o be used with our Patch Hardware. or our Header for
Overiead Door Closers with Fixed Sidelites and Docr Rail System,
The design allovs it to be surface or recessed moynted, with the Top
Load Roil-In Glazing Gasket securing the glass.

NOTE: For instaliations using 1/2° {12 mm) plass, the Rollin Glazing
Gasket s included in the package. If using 3/8" (10 mm) glass the
Roli-in Glazing Gaskat must be ordered separataly.

RED-E to Ship From Stock  “aueiigm-

REGULAR U-CHANNEL

UCSASE12SL Safin Anorized

UCPUSE128L Blagk Bronze Anod zad
+ UCBL3B1ZSL /3" % E Baok Powder Coat

UCBA3BI2SL  1-3/8 x 1-5/8" (41,3 x 1.3 mmy) Brite Ancdized

UCBBASE1ZSL 1-5/8 x 1-5/8° (41.3 x 41.3 mum)
UCHSA38128L 1-3/8 x 1-58" (41.3 % 41.3 mm)

Brie Brushed Anodized
Brughed Stainizss Anodizes

UCRS3B12SL  1-3/4 x 1-1116" (44.4 x42.8 mm)  "Brushed Stainiess
UCPS3B128L 14374 x 1-11/16" (4.4 x42.8 mm)  “Polisked Stainless
UGPBABI2SL  1-3/40 % 1-11/16" (4.4 x 428 mmy  "Polished Brass
UCSA3B12240  1-5/8" x 1-5/8° (413 x $1.3 mm) Satin Ancdized
urr:uamm 1 5/8' ¥ 158 (413 x 41.3 mm) Black Bronza Anodxzed

Wi crdee, Hx(lﬂj‘ ’? €20 D8 Comt 73 for GeaWRY fE e 1L ﬁF,:u()-;\a xm»;ws =

ctined gty K Senga 1gar N 1687 (274 ) my 8t v ComiTe Ui TR 4330,
SNAP-IN FILLER STRIP

LATNO. FINISH LENGTH
NHF125A  Salin Anodized 120°(3.05 m)
HHF120U  Black Bronzs Anodizad 120°(3.05 m}
HHF2BL  Black Powder Goat 120°(3.05 m)
NHF12BA  Brila Anodized 120"(3.05 m)
HHFI2BBA  Brila Brushed Anodized 120°(3.05 m}
WHF12BSA  Brushed Stainkess Anodized 120" {305 m)
WHF12BS ~Brushed Stainless 120" (3.05 m}
HHF12PS “Pelished Stanless 120" (3.08 m)
MHFI2PB  *Polshed Brass 120 {308 m)

Buimen nJ- 1 eiacklongth. Fusfes c3 be comsined Jor Yook pAst.
“Lng Clatgn & § b wded 10 DXars of bovier Vi ¢ conimd lenghy

REN .u.\s)m ) 168 (324 Ty e at 90 comeren catrier STl Maizh,

EPIIM ROLL-IN GLAZING GASKET -
(BAT.NO,  GLASS THICKNESS  ADLL LENGTH (10 rm)
GG3I00 /B (10 mm) 100 (305 m) Glass
GO3BS00 38" (10 mm) 500 (152.4 )

a@12100 12 (12 m'n) 100" (30.8 m)

GB12500 500 (1624 m) For 112
umumm = e W7 12 1 s, e e {12 mm}
o v, kot 3 r it Pt rwunmu;n By Glass

Angular U-Chanel used
on both top and totom

Regular U-Channel on top
and Shallow U-Channe! an
the botiem

120' (3,08 1m)
120 (3.08 )
120 (3,05 m)
120 (3.05 m)
120 (3.05 m)
120" (3.05 my
120 (3.05 m)
120" (3.05 )

120" (3.05 m) e ye
240 (6.10 m)
240 (6.10 m)
e 1578
(41.3mwm)

ehdad A
E e W g ol et o4 e o

1-5/8

o {{41.3mm)
END CAPS FOR REGULAR U-CHANHEL
CAT. NO. FINISH
UCECSA Satin Anodized - —
UCECDU Black Brorze Anodized
UCECBL Black Pawder Goat )
UCECBA Brie Anodized i
UCECBBA Brite Brushad Anodized
UCECBSA  Brushed Stainiess Anodized %,W
UCECBS Brushed Stainless X
UCECPS Polished Stainlass
UCECPB Polishad ms‘s’_ Regular Er Cag
M 3 e gach HrT 24 32 28 combat I .40ty prcio with Screws

CRL 4" Tapered Shape Sidelite
Rails With Saddle

For 5/8" (16 mm) or 3/8" (19 mm) Glass

ORDERING INFORMATION:
- Sidekle Rails cn this page come with viny fo glaze 3/4" (19 mm) glass
I using 58" (16 mm) glass, GG38 Series Vinyl mus! te ordered sepaalely,
* Al models we avaiabla in 120" (3.05 m) langths, Selected finistes
exe also offerad in 249" (3.10 m) kangthe,
« Custom lergths anc finishes are als avalatiz,
+ SRECAT Seres End Caps (for 34" Glass) and Cat. No, UCSBA Setling
Blogks must oo orcered separatiy.

R (g e
Glmmy

» Extruded Saddle is Reversible to Match 1/4"
(6 mm) or 3/4" (19 mm) Door Clearances
» Provides Even Sightline With Our Door Rails
= Vinyl Provided to Use With 3/4" (19 mm) Glass;
Vinyl for 5/8" (16 mm) Glass Ordered Separately
» RED-E to Ship Models From CRL Inventory

Top Load ERD.M4
Glaz ng Gasket

Reversite Sacdie
Positiored for 1:4°
(6 mm) Clearancs

Revarsitle Saddl:
Posilionad for 84
(19 mm) Clearar e

RED-E o Ship From Stock “rgme-

4" TAPERED SIDELITE RAILS FOR 3/4" (18 MM) GLASS 4° TAPERED SIDELITE BAILS FOR 3/4" (13 MM) GLASS

LAY, NO. FINISH LENGTH CAT. ND. FINISH

SRATSAG4SL Satn Anodized 120° (3.06 m} SRATSA34240 Satin Arodized

SRATDU3ASL Black Bronze Anodized 120°(3.08 m} SRATOUB4240 Glack Bronze Anodized

SR4TBLI4SL Black Powder Goat 12 oy 1 s 74 ek ol G 7 Gom s Ko R D o O e
SR4TBSS4SL “Brushed Stiinless NOTE: Fats ke vy fm 54" 3 Pow) G, Usng &3 (16 ) pls Loceies 118 v b concd aspasioty
SRATPS348L “Polishad Stan'ess 120° (3.05 m)
_SR4TPB3ASL “Polished Brass 120° (3.06 m).

0. A1 e e (20 b i< o S ik, ¥ 5t corvnen e 30 o
Sade 4 ‘o 304" 13 e g, Ui B2 6 v 450 RES iy o oo Leously

4 ALUMINUM AND NEOPRENE SETTING BLOCK

Designad to be pacad it
CUSTOM LENGTH 4" TAPERED SIDELITE RAILS FOR 3/4" (19 M) GLASS 3:1‘37," ﬁg(c;lr; F;aclpm"
CAT. NOL FINISH LENGTH irstalll ons. Miimum
SRATSA34CL Satin Anodized Custom up to 24 order is 072 €ash.
SRATDUBACL Rigck Bronze Anodized  Custom up to 24C Length 4 (102 mm)
SRATBLA4CL Black Poveder Goat Custor up tc 24 Widih 38" (16 rm)
SRATBS34CL “Brushed Slaness CGustorm up o 24 Helah: 768" (22 mm)
SRATPS34CL *Polshed Stainlass Custom up to 240' (6,10 m)
SRATPE34CL “Folshed Brass Custom up to 240" (8.10 m) CAT. NO. UCSB4
SRATORB3ACL ubbed Bronzz L‘usun‘ Up 10 240" {6.10 m)
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SPECIFICATION FOR TOP AND SIDES GLASS RAILING

[2

SPECIFICATION FOR BOTTOM GLASS RAILING I 1
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Architectural Commission Report
445 North Rexford Drive, Room 280-A
AC Meeting — May 15, 2013

Attachment C:
DRAFT Approval Resolution



RESOLUTION NO. AC-XX-13
RESOLUTION OF THE ARCHITECTURAL COMMISSION OF THE CITY OF
BEVERLY HILLS CONDITIONALLY APPROVING AN ARCHITECTURAL
REVIEW PERMIT TO ALLOW A FACADE REMODEL AND BUSINESS
IDENTIFCATION SIGNAGE FOR AN EXISTING COMMERCIAL BUILDING AT
THE PROPERTY LOCATED AT 9388 SOUTH SANTA MONICA BOULEVARD
(PL1306527).

The Architectural Commission of the City of Beverly Hills hereby finds, resolves and determines

as follows:

Section 1. Lisa Willoughby, agent, and Nadel Studio One, Inc., architects, on behalf of the
property owners, 460 Canon L.P., (Collectively the “Applicant”), has applied for architectural approval of
a facade remodel and business identification signage for the new “Pussy & Pooch” retail store at the

property located at 9288 South Santa Monica Blvd.

Section 2. Beverly Hills Municipal Code Article 30, Chapter 3 of Title 10, authorizes the
Architectural Commission the authority to approve, approve with conditions or deny design-related
aspects of projects located in the city’s commercial and multi-family districts, subject to findings set

forth in Beverly Municipal Code Section 10-3-3010.

Section 3. Consistent with Beverly Hills Municipal Code Section 10-3-3010, this resolution

documents the official action of the architectural commission with respect to the project.

Section 4. The subject project has been reviewed pursuant to the provisions set forth in
the California Environmental Quality Act (CEQA — Public Resource Code Sections 21000, et seq.), the

State CEQA Guidelines (California Code of Regulations, Title 14, Sections 15000 et seq.), and the city’s
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local CEQA Guidelines. The subject project is exempt from environmental review pursuant to Section
15061(b)(3) of the State CEQA Guidelines in that the project includes the review of building design,
colors and materials to the fagade of the building, landscaping or minor low-scaled accessory structures,
such as fences or walls. It can be seen with certainty that there is no possibility that the subject activity

could result in a significant effect on the environment.

Section 5. The Architectural Commission conducted a duly noticed public hearing on May

15, 2013 at which time oral and documentary evidence was received concerning the application.

Section 6. Based upon the evidence presented at the hearings, including the staff
report(s), oral and written testimony, the Architectural Commission hereby makes the following

findings:

A The plan for the proposed building or structure is in conformity with good taste and
good design and, in general, contributes to the image of Beverly Hills as a place of beauty, spaciousness,
balance, taste, fitness, broad vistas, and high quality. Specifically the project incorporates an
appropriate balance of color, high guality materials and appropriate architectural design principles to

reinforce the city’s urban form and promote the image of Beverly Hills.

B. The plan for the proposed building or structure indicates the manner in which the
structure is reasonably protected against external and internal noise, vibrations, and other factors which
may tend to make the environmental less desirable. The proposed project is proposed to be constructed
using contemporary building materials and practices, and, as conditioned, complaint with all applicable

building codes, including standards that protect against unwanted noise and vibrations.
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C. Proposed building or structure is not, in its exterior design and appearance, of inferior
guality such as to cause the nature of the local environment to materially depreciate in appearance and
value. Specifically, the commiﬁsion has reviewed the design and construction materials proposed for the
project, which incorporates contemporary building material of known quality and durability. Moreover,
the project design is appropriate to the building and surrounding improvements and is well matched to

the selected materials.

D. As conditioned, the proposed building or structure is in harmony with the proposed
developments on land in the general area, with the general plan for Beverly Hills, and with any precise
plans adopted pursuant to the general plan. The proposed project complies with the applicable goals
and policies set forth in the general plan, and, as conditioned, designed in a manner that complies with
local ordinances. The overall design is consistent with and appropriate to other improvements in the

general vicinity.

E. The proposed development is in conformity with the standards of this code and other
applicable laws insofar as the location and appearance of the buildings and structures are involved. As,

conditioned, the project will be designed in compliance with all applicable regulations.

F. The proposed development is designed in a manner that protects and preserves those
exterior elements of the building which the planning commission found contributed to the
determination of the project as a “character contributing building”: in accordance with section 10-2-707
of this title. The proposed project does not include a request and has not been determined by the
planning commission to be a project that qualifies as a “character contributing building” under section

10-2-707. Therefore, this finding is not applicable to the subject project.
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Section 7. Based on the foregoing, the Architectural Commission hereby grants the request

defined in this resolution subject to the following conditions:

Project Specific Conditions

1. The proposed business identification sign shall be reduced to a size and location that is
proportionate and aesthetically appropriate to the building facade, subject final review and approval
by City staff.

Standard Conditions

1. Revised Plan Submittal. For all projects that are approved with project-specific conditions, a revised
plan set that has fully incorporated all such conditions shall be submitted to the project planner,
both in hard copy format and in electronic format, prior to submitting for the building permit plan
check process.

2. Architectural Approval. Project approval is for the design-related aspects of the project only. No
approval is implied or granted with regard to applicable city zoning or technical codes, which may

require review and approval from other city commissions or officials.

3. Compliance with Municipal Code. Prior to issuance of a building permit, the applicant shall
demonstrate compliance with all applicable provisions of the city’s municipal code and applicable

conditions imposed by any discretionary review approval.

4. Compliance with Special Conditions. Any special conditions that require approval by the director of

community development, or designee, shall be submitted to the staff liaison to the commission
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within fourteen (14) days of approval or prior to submittal of the plan check review application,

whichever is greater.

5. Project Rendering. Prior to issuance of a huilding permit, the applicant shall incorporate into the
building permit set of plans, an updated color rendering of all building facades. The guality and
detail of the rendering shall be subject to approval from the director of community development, or
designee, and shall include sufficient design information to evaluate project compliance during

construction.

6. Approval Resolution. A copy of the signed resolution of approval shall be scanned onto the cover

sheet(s) of the building permit set of plans.

7. Substantial Compliance with Approved Plans. The director of community development, or
designee, shall determine if changes to the approved project are in substantial compliance with the
commission’s action. This determination shall be subject to applicable fees and charges. A
substantial modification to the approved project requires approval from the Architectural

Commission.

8. Validity of Permits. The rights granted by this approval shall remain valid for three (3) years from

the date of approval, unless extended pursuant to Beverly Hills Municipal Code Section 10-3-207.

Section 8. The Secretary of the Architectural Commission shall certify to the passage,

approval, and adoption of this resolution, and shall cause this resolution and its certification to be
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entered in the administrative record maintained by the community development department.

Section 9. Decisions of the Architectural Commission may be appealed to the City Council
within fourteen (14) days of the final action by filling a written appeal and paying appropriate fees with

the City of Beverly Hills City Clerk.

Approved as to Form and Content: Adopted: May 15, 2013
William Crouch, Commission Secretary Zale Richard Rubins, Chair
Community Development Department Architectural Commission
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