City of Beverly Hills
Planning Division

455 N. Rexford Drive Beverly Hills, CA 90210
TEL. (310) 458-1141 FAX. (310) 858-5966

Architectural Commission Report

Meeting Date: Wednesday, September 17, 2014

Subject: SEPHORA (PL1421258)
270 North Beverly Drive
Request for approval of a fagade remodel, a sign accommodation for multiple
business identification signs, a sigh accommodation for alley-oriented signage, and a
construction barricade graphic. The Commission will also consider adoption of a
Categorical Exemption, pursuant to the California Environmental Quality Act.

Project agent: Mary Ryan — Permit Resources, Inc.

Recommendation: Conduct public hearing to discuss the project details and provide the applicant with
an approval.

REPORT SUMMARY

The applicant is requesting review and approval of a fagade remodel, a sigh accommodation for multiple
business identification signs, a sign accommodation for alley-oriented signage, and a construction
barricade graphic for Sephora located at 270 North Beverly Drive. The proposed project includes the
following components:

Facade Remodel
e Laminated black glass facade;

e White custom textured form glass panel (Dayton Way elevation only);

e Polished black granite & honed Tuscan white limestone striped entry-adjacent pilasters;

e LED-illuminated stripes with white acrylic faces and white metal returns on upper fagade;

e Aluminum storefront and entry doors with clear glazing and polished stainless steel cladding;
e Polished black granite fagade base, and;

e Black painted masonry wall and service door (alley elevation only).

Business Signage
Sign Accommodation (Multiple Business Identification Signs) — North Beverly Drive and Dayton Way

e Two (2) 24.4 SF fagade-mounted, internally-illuminated signs (sign copy: “Sephora”)
e Two (2) 22.9 SF fagade-mounted, internally-illuminated signs (sign copy: logo)

TOTAL SIGN AREA (excluding awning signage): 94.6 SF

Pursuant to Beverly Hills Municipal Code (BHMC) §10-4-604, the Architectural Commission may approve
a sign accommodation to allow multiple business identification signs and a projecting sign if the total
area of all business identification signs does not exceed the lesser of: 1) 100 square feet; 2) the total
business sign area otherwise permitted by this section, or; 3) 10% of the vertical surface area of that
portion of the wall below 20’-0”. Based on a street frontage of approximately 156’-6”, the maximum

Attachment(s): Report Author and Contact Information:
A. Detailed Design Description and Materials (Applicant Prepared) Cindy Gordon, AICP, Associate Planner
B.  Project Design Plans (310) 285-1191
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sign area for this tenant is 100 SF. As such, the proposed business identification signage is within the
maximum standards set forth in the BHMC.

Sign Accommodation (Alley-oriented Signage)
e One (1) 24.4 SF fagade-mounted, internally illuminated sign (sign copy: “Sephora”)

Pursuant to Beverly Hills Municipal Code (BHMC) §10-4-604, the Architectural Commission may approve
a sign accommodation to allow a sign to be located on a wall abutting an alley or private property if the
sign is affixed to that portion of an exterior wall which abuts the business and the sign area does not
exceed 75% of the area otherwise permissible if the wall abutted a public street. Based on rear facade
width of 50’-3”, the maximum sign area for an alley-oriented business identification sign is 75 SF, as the
maximum sign area would otherwise be 100 SF if the facade abutted a public street. As such, the
proposed business identification signage is within the maximum standards set forth in the BHMC.

Construction Barricade Graphic

The applicant is also requesting a construction barricade graphic with signage. The proposed graphic is
artful in nature and the signage on that portion of the barricade parallel to the street, which includes the
business name and opening date, is proposed at approximately 12 SF.

Pursuant to BHMC §10-4-612, construction barricades may include one (1) 12 SF sign that includes the
name of the business, a company logo, and the opening date of the business on that portion of the
construction barricade parallel to the street.

Each barricade return also includes 6 SF of sign area allocated to adjacent tenants. The sign area for
adjacent tenants complies with the Community Development Department’s policy of requiring such
signage to ensure that adjacent tenants maintain visibility during construction.

URBAN DESIGN ANALYSIS

The proposed project is a creative design with a considerable amount of movement to further activate a
prominent corner within the City’s Business Triangle. The corner is emphasized appropriately with a
clear point of entry and a great deal of creative interest is brought to this area of the facade.

However, the Dayton Way elevation lacks transparency and should be revised so as to provide a greater
connection between the interior and exterior spaces. It is understood that the lack of transparency is
due in part to interior shelving; however, it is recommended that this shelving be incorporated into a
more transparent configuration to provide visual interest to those within the store and passersby.

Additionally, the business identification signage is overly large and should be reduced to more
appropriately fit on the facade and within the design elements. It is recommended that the sign
adjacent to Dayton Way be reduced by 10% and the sign adjacent to North Beverly Drive be reduced by
20% so as to create a primary and secondary sign configuration.

Project-specific conditions have not been incorporated as a result of this analysis; however, the
Commission may wish to consider the comments during the course of their review.



—OXO~

BEVERLH’/
HILLS
/4

Architectural Commission Report
455 North Rexford Drive, Room 280-A
AC Meeting — September 17, 2014

ZONING CODE COMPLIANCE

Applications for design review are preliminarily evaluated for compliance with the zoning code.
Applicants are encouraged and have the option of requesting a comprehensive review separate and
apart from this application. Formal compliance review will occur when a building permit application is
filed (plan check). The applicant has been advised that changes during plan check may require revisions
and subsequent approval from the Architectural Commission or staff, as appropriate.

ENVIRONMENTAL ASSESSMENT

The subject project is exempt from the California Environmental Quality Act (CEQA — Public Resources
Code §8§21000 — 21178), pursuant to Section 15061(b)(3) of the State CEQA Guidelines in that the
project includes the review of building design, colors and materials to the facade of the building, front
yard landscaping or minor low-scaled accessory structures, such as fences or walls. It can be seen with
certainty that there is no possibility that the subject activity could result in a significant effect on the
environment. The project has also been reviewed and found not be a historic resource. The existing
improvements to be demolished or altered were not designed by an architect or builder identified on
the City’s Master Architect list and the site and improvements are not listed on the City’s historic
resource inventory.

PUBLIC OUTREACH AND NOTIFICATION
Public outreach and notification was not required for this project.
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Attachment A
Detailed Design Description
and Materials (applicant prepared)
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SECTION 2 — PROJECT DESCRIPTION / ZONING INFORMATION

A Indicate Requested Application

[0 staff Review
o Three (3) sets of plans required (all plan sets must be 11” x 17” in size).
Architectural Commission Review
o Eight (8) sets of plans required (all plan sets must be 11” x 17” in size).
e Public Notice materials required for Sign Accommodations (see Section 5 for public notice
requirements).

B Identify the scope of work (check all that apply):

[] New construction Remodel: Int. & Ext, no floor area added

D Facade Remodel ONLY D Remodel: Int. & Ext, floor area added

Business Identification Sign(s) [] Awning(s) [INew  []Recovery
Number of signs proposed: ! 5 §2> ;

] Building Identification Sign(s) ] Open Air Dining:  #Tables D # Chairs [::]
Number of signs proposed:

L1 sign Accommodation {explain reason for the accommodation request below): R _

Number of signs proposed: ’__ ______ __J
[J other

C Describe the scope of work proposed including materials and finishes:

The existing addresses of 268 & 270 N. Beverly Drive and 9426 & 9428 Dayton
Way will be combined into a single retail store at 270 N. Beverly Drive. The store
will comprise approximately 4500 sf of sales space, 1950 sf of support space, and
850 sf of basement. The existing mezzanine spaces will be removed creating a
single story sales area. All existing mechanical equipment will be removed from
the roof, and new equipment will be placed to service the renovated store.

D Identify the Project Zoning (City Zoning Map: http://gis.beverlyhills.org/)

[0 ra [] Rax ] r4 ] RrRa4p [l Rax2
] Rr3 [0 RrRmcp c3 [ c3a ] c38
[0 cs [0 c311 [0 c3r2 [0 315 0 cs
[] other:

E Lotis currently developed with (check all that apply): :
[ General Office Building [ ]  Multi-family Building [J other (specify below):
Retail Building [J vacant ‘

[0 Medical Office Building  [X] Restaurant

F  Has the existing structuré been designed by a notable architect or is it identified on any historic
resource inventory, including the City of Beverly Historic Resources Survey (Verify with the
Planning Division if the property is listed on the City’s survey)?

Yes[C] No [&] If yes, please list Architect’s name:
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Sephora Logo

(List N/A, not applicable, for features that do not apply.):

FACADE (List all material for all portions visible from the street)

s oy /2" laminated glass

Type of Sign Quantity Dimensions  Square Ft Maximum Area Permitted by Code
= Ty _ TR e

B List the specific materials and finishes for all of the architectural features proposed in the project

2 SF)

Texture /Finish:

Color / Transparency: Black / opague

WINDOWS/DOORS (include frame, trim, glass, metal, etc.)
Material: Stainless Steel, 1/2" Starfire Glass

Texture /Finish: #8 finish - polished (on Stainless Steel)

Color / Transparency: _Silver (stainless steel) / clear glass

ROOF
Material: Landlord Provided Roof

Texture /Finish:

Color / Transparency:

COLUMNS
Material: Black Granite / White Limestone

Texture /Finish: Polished (granite) / Honed (limestone)

Color / Transparency:  Black / White

BALCONIES & RAILINGS
Material: N/A

Texture /Finish:

Color / Transparency:

Material: N/A

OUTDOOR DINING ELEMENTS (List all material for all outdoor dining elements.)

Texture /Finish:

Color / Transparency:
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SECTION 3 — PROJECT DETAILS AND MATERIALS (continued from previous page)

AWNINGS, CANOPIES
Material: N/A
Texture /Finish:

Color / Transparency:

DOWNSPOUTS / GUTTERS
Material: N/A

Texture /Finish:
Color / Transparency:

BUSINESS ID SIGN(S)
Material: Acrylic
Texture /Finish: Smooth Finish
Color / Transparency:  \White / Side lit, Opaque face

BUILDING ID SIGN(S)
Material:
Texture /Finish:
Color / Transparency:
EXTERIOR LIGHTING
Material: Stainless Steel
Texture /Finish: #8 Finish (polished) .
Color / Transparency:  White LED fixture concealed in stainless steel channel.
PAVED SURFACES
Material: Concrete (at alley side of building), Porcelain Tile (at entry)
Texture /Finish: Smooth Finish (concrete), Slip-resistant Flamed finish (tile)

Color / Transparency:  Grey (concrete), Black (tile)

FREESTANDING WALLS AND FENCES

Material: N/A
Texture /Finish:
-Color / Transparency:
OTHER DESIGN ELEMENTS
Material: White Powder coated metal "ribbons"
Texture /Finish: Smooth finish, lit face

Color / Transparency:  \\hite

C  Describe the proposed landscape theme, if applicable. Explain how the proposed landscaping
complements the proposed style of architecture:

N/A
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SECTION 4 — DESIGN ANALYSIS AND FINDINGS (for Commission level applications only)

Clearly identify how your project adheres to each of the required findings of the Architectural
Review Commission:

Describe how the proposed building or structure is in conformity with good taste and good
design and, in general, contributes to the image of Beverly Hills as a place of beauty,
spaciousness, balance, taste, fitness, broad vistas and high quality.

The proposed Sephora building will bring a modern, fresh, crisp element to the
streetscape of N. Beverly Drive. It will use sweeping creative elements to anchor
the corner and create a sophisticated storefront. The use of a simple color palette
is expanded with the use of texture to create depth and interest, and ties in with
the neighborhood of well developed architectural expressions.

Describe how the proposed building or structure indicates the manner in which the structure is
reasonably protected against external and internal noise, vibrations, and other factors which
may tend to make the environment less desirable.

The proposed building will be making use of the existing masonry structure which
will naturally insulate against noise pollution and undesirable disturbance. The
storefront glazing is also proposed to be insulated glass which will minimize
transfer of sound.

Describe how the proposed building or structure is not, in its exterior design and appearance,
of inferior quality such as to cause the nature of -the local environment to materially
depreciate in appearance and value.

The proposed building materials are in kind with those used in other high-end retail
establishments in the neighborhood. The unusual material, the FRP panel
proposed along Dayton Way is a high quality, custom material used in upscale
applications.

Describe how the proposed building or structure is in harmony with the proposed
developments on land in the general area, with the general plan for Beverly Hills, and with any
precise plans adopted pursuant to the general plan.

The proposed building is in keeping with the general feel of the neighborhood in
that it will present a well crafted, thoughtfully detailed facade using high quality
materials in appropriate applications.

Describe how the proposed development is in conformity with the standards of the municipal
code and other applicable laws insofar as the location and appearance of the buildings and
structures are involved.

The proposed building will meet all municipal code requirements as well as
California Building Code requirements.
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Attachment B
Project Design Plans
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SIGNAGE PROGRAM & AREA CALCULATION:
Daylon Way:

(A)13'S FLAME : 22.91 SQFT
(B) 21" SEPHORA LOGO : 24.4 SQFT

N. Beverly Drive:

13'S FLAME : 22.91 SQFT
TOTAL: 94.71 SQFT
MAX. ALLOWABLE: 100 SQFT

21"SEPHORA LOGO :24.4 SQFT
®

Rear Facade/Alley:

© 21" SEPHORA LOGO : 24.4 SQFT
TOTAL: 24.4 SQFT
MAX. ALLOWABLE: 75 SQFT
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SIGNAGE PROGRAM & AREA CALCULATION:

Daylon Way:

(®13'S FLAME : 22.91 SQFT
(B) 21" SEPHORA LOGO : 24.4 SQFT

N. Beverly Drive:

(D) 21" SEPHORA LOGO : 24.4 SQFT
(E)13'S FLAME : 22.91 SQFT

TOTAL: 94.71 SQFT

MAX. ALLOWABLE: 100 SQFT
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TOTAL: 24.4 SQFT
MAX. ALLOWABLE: 75 SQFT
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COLOR ELEVATIONS
‘ SEPHORA SCALE: 3/32"= 10"
270 N. BEVERLY DR.

Sepnonna| BEVERLY HILLS, CA 90210 o



SEPHORA

ALLEY ELEVATION

N. BEVERLY DRIVE ELEVATION

‘ SEPHORA
270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210

SEPHORA

COLOR ELEVATIONS

SCALE: 3/32"=1-0"

Ad.4



L 1/8" RADIUS ————
AROUND
PERIMETER
EDGE OF FACE
BACK
(080" ALUMINUM W/
CONTINUOUS .080" X §'
ALUMINUM STRIP/ RETAINER
AROUND PERIMETER,
WELDED TO FLAME BACK.
INSIDE PANTED WHITE, DETAIL D
OUTSIDE PAINTED BLACK. SCALE: NTS
REFER TO DETAIL ON NEXT
PAGE FOR MORE INFO.
RUBATEX GASKET APPLEED
TO INSIDE REAR PERIMETER
OF RETURNS TO PREVENT
- LIGHT LEAKS.
(WHITE PORTION OF
1/8" RADIUS AROUND RETURNS LIGHT)
PERIMETER EDGE OF FACE _\ —
| OPAQUE GLOSS BLACK VINYL ———— T )
BORDER APPLIED TO RETURNS =
FLAME SIGN SIDE VIEW ELEVATION r
1/8" THICK WHITE POLYCARBONATE ———|
FACES CHEMICALLY BONDED TO RETURNS _ - SCALE: NTS |
2
#
4100 K WARM WHITE LEDS |
ATTACHED TO BACKS 1
POWER OUT ==
€ N
080" ALUMINUM BACK, INSIDE PAINTED
WHITE, OUTSIDE PAINTED BLACK. i‘ K S e
LED POWER SUPPLY INSIDE 4 _
REMOTE VENTED TRANSFORMER 8
BOX W/ TOGGLE SWITCH(REMOTE) B
STANDARD 12' WHIP LENGTH 0]
/ UNLESS STATED OTHERWISE 1 —W
ATTACHMENT POINTS » JLLUANATED FUAME
& POWER OUTS(NTS) [ 2" DEEP WHITE POLYCARBONATE
7 FACES/RETURNS ATTACHED TO
FACE OF METAL PANELS.
1/4" DRAIN HOLE W/ LIGHT BAFFLE —_ | ILLUMINATED W/ 4100K WARM
(EXTERIOR ONLY) LOCATED IN BLACK WHITE LEDS
OPAQUE STRIP TOWARDS REAR OF FLAME I
(ON EITHER SIDE OF BOTIOM POINT)
1/8" THICK WHITE POLYCARBONATE
1/4" DIAM. DRAIN RETURNS ATTACHED TO BACKS W/ COUNTER |
HOLELS) AT LOWER SUNK SCREWS INTO .080" ALUMINUM STRIP Da +
( Ao Wil OEN‘”, CONTINUOUS .080" THICK X 3/4" J'—f—-L - 5
WIDE ALUMINUM STRIP WELDED TO V-9, 1/£ 2
LETTER BACKS, ACRYLIC RETURNS | &
/ | SLEEVE AROUND THE OUTSIDE B |
| RUBATEX GASKET " : —
i
1/4' MOUNTING HARDWARE TBD BY - ) |
SOFFIT CONSTRUCTION ACCESS
DETAIL C - MOUNTING PATTERN DETAIL B - FLAME SECTION DETAIL A TYPICAL ELEVATION FOR EXTERIOR 13' INTERNALLY ILLUMINATED FLAME
SCALE: NTS SCALE: NTS SCALE: NTS SCALE: 1/4" = 1-0"

SIGNAGE DETAILS - SIGNS A & E
‘ SEPHORA SCALE: AS NOTED

270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210 A5.0

SEPHORA



OPAQUE GLOSS BLACK VINYL —————
BORDER APPLIED TO RETURNS } 1311 172" ;
" 13-11 1/2" » 1/8" THICK #7328 WHITE ——{ % FOR SIGN "B" @ ILLUMINATED
ACRILIC FACES CHEMICALLY LED STRIPE, SEE A/5.3 &
BONDED TO RETURNS A/6.14 FOR ATTACHMENT &
LIGHTING DETALS
= 4100 K WARM WHITE LEDS —— ]
o ATTACHED TO BACKS
.080" ALUMINUM BACK, ——__| N
A INSIDE PAINTED WHITE, —~— = 5
OUTSIDE PAINTED BLACK. B
POWER OUT L
NOTE: THROUGH BOLTING CAN ONLY BE USED WHEN THERE IS ACCESS BEHIND THE WALL. CONTINUOUS .080" THICK X 3/4" _&_ y
WIDE ALUMINUM STRIP WELDED TO CEAL AT EXTERIGR
LETTER BACKS, ACRYLIC RETURNS INSTALLATION, TYP
SLEEVE AROUND THE OUTSIDE - TYP.
SEPHORA LETTERS TO
1/8" THICK #7328 WHITE ACRYLIC BE SEPHORA LOGO.,
RETURNS ATTACHED TO BACKS W/
COUNTER SUNK SCREWS INTO .080"
ALUMINUM STRP CimiE)
A " EXTERIOR 21" INTERNALLY ILLUMINATED FLAT LETTERS @ ILLUMINATED STRIPE
1/8" THICK #7325 WHITE ACRYLIC w/WHITE BLOCK OUT VINYL 3M 3635-208 & HIGH U SIGN "B"
PERFORMANCE WHITE 220110 APPLIED TO BLOCKOUT.
174" DRAIN HOLE W/ LIGHT SCALE:NT3
BAFFLE (EXTERIOR ONLY)
LOCATED IN BLACK OPAQUE
STRIP TOWARDS REAR OF LETTERS l1
RUBATEX GASKET
1/4” MOUNTING HARDWARE TBD ——————— [
BY SOFFIT CONSTRUCTION ACCESS
LED POWER SUPPLY INSIDE
REMOTE VENTED TRANSFORMER
LETTER BACK LAYOUTS
.080" PRE-FINISHED WHITE/WHITE ALUMINUM ATIACHMENTPOINTs ~ DOX W/ TOGGLE SWITCH(REMOTE)
TOTAL ATTACHMENT POINTS: 26 & POWER OUTS [NTS) T ANDIAR D 12 WERR LN
HCGIAL ORER RO UNLESS STATED OTHERWISE
EXTERIOR 21" INTERNALLY ILLUMINATED FLAT LETTERS - SIGNS "C" & "D" SIGNS "C" & "D" - SECTION DETAIL A
SCALE: 1/4"=1-0" SCALE: NTS
FACES:
HIGH PERFORMANCE WHITE
VINYL 220-10 OVER WHITE &
BLOCK OUT VINYL 3M -
3635-208 APPLED TO
OUTSIDE SURFACE OF FACES
WHITE LIGHT ENHANCEMENT
VINYL 3635-100 APPLEDTO
INSIDE SURFACE OF FACES
(FACES DO NOT LIGHT)
GENERAL NOTES:
FRONT VIEW SIDE VIEW BACK VIEW ISOMETRIC VIEW 1. SIGNAGE VENDOR SHALL PROVIDE SHOP DRAWINGS FOR APPROVAL
RS A _— _— —_— 2 SIGN VENDOR IS RESPONSIBLE TO OBTAIN SIGNAGE PERMIT AS REQUIRED BY LOCAL JURISDICTION
SIDE LT CHANNEL LETTERS: SLANDLORD APEROVAL

ALL ILLUMINATED SIGNS MUST BE ON DIMMER SWITCH AS PER CITY REQUIREMENTS.

ALL ATTACHMENT DEVICES, WIRING, CLIPS, TRANSFORMERS, LIGHT SOURCES, TUBES AND OTHER
ACRYLIC FACES & RETURNS - WHITE ACRYLIC SIGN BODIES WITH BLOCK-OUT WHITE VINYL FILM APPLIED . 2 ] 2 3
TO FACE OF LETTERS. 1" WIDE GLOSS BLACK VINYL ACCENT STRIP AT REAR EDGE/PERIMETER OF LETTERS. MECHANICAL REQUIRED FOR SIGN(S) SHALL BE CONCEALED. WEATHERPROOF ALL PENETRATIONS
LETTER BACKS - CLEAR LEXAN AND CONNECTIONS AT EXTERIOR INSTALLATIONS.
ILLUMINATION - 4100K MINI LEDS 5. FACE OF LETTERS ARE TO BE VERTICAL . RELD VERIFY EXACT CONDITIONS.

EXTERIOR 21" INTERNALLY ILLUMINATED FLAT LETTER EXAMPLE - SIGNS "B"
SCALE: NTS

ro

SIGNAGE DETAILS - SIGNS B, C, D
\ SEPHORA SCALE: AS NOTED

270 N. BEVERLY DR.

SENMIRS| BEVERLY HILLS, CA 90210 A5.1



&
DAYTIME ELEVATION VIEW - UNLIT LETTER NIGHTTIME ELEVATION VIEW - LIT LETTER

NIGHTTIME PERSEPECTIVE VIEW - LIT LETTER

EXTERIOR 21"H INTERNALLY ILLUMINATED FLAT LETTER EXTERIOR 13'-0"H INTERNALLY ILLUMINATED "S-FLAME"
EXAMPLE PHOTOGRAPHS EXAMPLE PHOTOGRAPH
IGNAGE PHOTOGRAPHS - SIGNS "B", "C", "D", & "E"
‘ SEPHORA S o SCALE: NTS
270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210

SEPHORA A5.2



(E) ROOF BY LANDLORD

(E) CONCRETE BEAMTO REMAN  —48 — o

(E) WIDE FLANGE BEAM TO REMAIN

PRE-FINISHED METAL ROOF

FLASHING

FINISHED Ct G
16"

GYP. BD. CEILING & BULKHEAD, PAINTED
AS SPECIFIED, TYP.

POLISHED STAINLESS STEEL SOFFIT W/
BACK BENT BEVELED EDGES OVER 3/4"
F.R.T. PLYWOOD OVER METAL STUD
FRAMING. NO SEAMS @ BENDS -
CONTINUOUS FOLDS, TYP.

1/8" GROUT JOINT, TYP. \

SALES AREA

BLACK CORIAN @ INTERIOR
BASE AND SILL.

(N) CONCRETE CURB DOWELED
TO (E) FOOTING, TYP.

—

We§ o ]

PROPERTY LNET

O. PARAPET
ELEV=2. AFF.

METAL STUD FRAMING, SEE
STRUCTURAL DRAWINGS

R19 BATT INSULATION, TYP.

(E) STRUCTURAL MASONRY
WALL TO REMAIN

1/2' LAMINATED BLACK GLASS OVER
SELF ADHERED WATERPROOFING
MEMBRANE AND 3/4' PLYWOOD.

2'H.X 8" D. LED ILLUMINATED STRIPES W/
WHITE ACRYLIC FACE PLATE AND
PRE-FINISHED WHITE METAL SIDES AND
BACK, TYP. G.C. TO PRE-WIRE & PROVIDE
POWER. COORDINATE W/ SIGNAGE
VENDOR ON FINAL LOCATION FOR POWER.
METAL ANGLE AND STRUCTURAL SILICON
AT EDGES OF BLACK GLASS, TYP. - SEE
ELEVATIONS FOR JOINT LOCATIONS

B.O. BLACK Gl
=14-Z AFF.
1/2" METAL ANGLE TRIM PAINTED TO MATCH
BLACK GLASS

1/2" LAMINATED BLACK RETURN

1" THICK STARARE LOW-E
COATING INSULATED CLEAR
TEMPERED GLAZING, TYP.

STOREFRONT MULLION
1 Al

ALUMINUM STOREFRONT SYSTEM CLAD
W/ POLISHED STAINLESS STEEL, TYP.

POLISHED BLACK GRANITE

HONED WHITE LIMESTONE

EXTERIOR

PROPERTY LINE

3/4" BLACK GRANITE BASE ON
MORTAR BED ON CEMENT BACKER
BOARD.

INTERIOR FLOOR TILE PATCH SIDEWALK TO MATCH (E) AS
REQUIRED
&Q
ELEV:
STOREFRONT SECTIONS SEPHORA
SCALE: 1/2"=1-0" 270 N. BEVERLY
DRIVE

A6.0

BEVERLY HILLS, CA 90210



ATTACHMENT DETAIL - EXTERIOR 21" INTERNALLY ILLUMINATED FLAT LETTERS (SIGN B) @ LED ILLUMINATED STRIPES

DETAIL - SIGN "B" INTERNALLY ILLUMINATED LETTERS
‘ SEPHORA

SCALE: NTS
270 N. BEVERLY DR.

S| BEVERLY HILLS, CA 90210 A6.12



SEPHORA

270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210

SECTION DETAIL - LED ILLUMINATED STRIPE

SCALE: NTS

Ab.13



4-1/4"

il
i
- L
— = €2 |8
- 2 i) &3
- a|g TE olE
= 82 32 T gz
1 : o <2
1 < = A i
ORA SPRING 2015
SEPHORA SPRING 2015
ez —— |
758 | 32-43/4' T \’
A A
HAGA S S-al/2 d ;ﬁélloeeﬂ SIGNAGE DIMENSION: 9 1/4 X 146 172 x
BARRICADE SIGNAGE DIMENSION: 9" x 127 1/2' BARRICADE SQUARE FOOTAGE: 11 SGFT.
ELEVATION D SCUAREFOCTAGE 0 ST ELEVATION C ELEVATION B
SCALE: 3/32°=1".07 SCALE: 3/32°=1-0" SCALE: 3/32"=1"-0"
6 SQFT BLANK SPACE
FOR ADJACENT TENANT
SEPHORA SPRING,201
| _A——14417——
{ +/-136-41/2 \'
A BARRICADE e
SIGNAGE DIMENSION: 9 1/4" x 146 1/2"
SQUARE FOOTAGE: 11 SQFT.
ELEVATION A
SCALE: 3/32=1"-0"
BARRICADE ELEVATIONS/MURALS
\ SEPHORA SCALE: 3/32"=1'-0"
270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210 A8.1

SEPHORA



i e ———
PROPOSED STREET ELEVATION FROM N BEVERLY DR
SCALE: NTS

PROPOSED STREET ELEVATION FROM DAYTON STREET
SCALE: NTS

STREETCAPE PHOTO MONTAGE
SEPHORA SCALE: NTS

\ 270 N. BEVERLY DR.
BEVERLY HILLS, CA 90210 A9.3

SEPHORA



3 DIMENSIONAL PERSPECTIVE RENDERING
‘ SEPHORA SCALE: 3/16"=1-0"

270 N. BEVERLY DR.

SEENN| BEVERLY HILLS, CA 90210 A9.5



SEPHORA 3 DIMENSIONAL PERSPECTIVE RENDERING

\ SCALE: 3/16"=1'0"
270 N. BEVERLY DR.

Sernona| BEVERLY HILLS, CA 90210 .



PANEL 'A’ FRONT VIEW PANEL 'A' 3/4 VIEW

PANEL 'B' FRONT VIEW PANEL 'B' 3/4 VIEW
SEPHORA FRP PANEL DETAILS
I 570 N, BEVERLY DR. ScALE: s
SN BEVERLY HILLS, CA 90210

A9.7



Architectural Commission Report
455 North Rexford Drive, Room 280-A
AC Meeting — September 17, 2014

Attachment C
DRAFT Approval Resolution



RESOLUTION NO. AC XX-14

RESOLUTION OF THE ARCHITECTURAL COMMISSION OF THE CITY OF
BEVERLY HILLS CONDITIONALLY APPROVING AN ARCHITECTURAL
REVIEW PERMIT TO ALLOW A FACADE REMODEL, A SIGN
ACCOMMODATION FOR MULTIPLE BUSINESS IDENTIFICATION SIGNS, A
SIGN ACCOMMODATION FOR ALLEY-ORIENTED SIGNAGE, AND A
CONSTRUCTION BARRICADE GRAPHIC FOR THE PROPERTY LOCATED AT
270 NORTH BEVERLY DRIVE (PL1421258 - SEPHORA).

The Architectural Commission of the City of Beverly Hills hereby finds, resolves and determines

as follows:

Section 1. Mary Ryan, agent, on behalf of the property owner, Resco LP, and the tenant,
Sephora, (Collectively the “Applicant”), has applied for architectural approval of a facade remodel, a sign
accommodation for multiple business identification signs, a sigh accommodation for alley-oriented

signage, and a construction barricade graphic for the property located at 270 North Beverly Drive.

Section 2. Beverly Hills Municipal Code Article 30, Chapter 3 of Title 10, authorizes the
Architectural Commission the authority to approve, approve with conditions, or deny design-related
aspects of projects located in the city’s commercial and multi-family districts, subject to findings set

forth in Beverly Municipal Code Section 10-3-3010.

Section 3. Consistent with Beverly Hills Municipal Code Section 10-3-3010, this resolution

documents the official action of the Architectural Commission with respect to the project.

Section 4. The subject project has been reviewed pursuant to the provisions set forth in
the California Environmental Quality Act (CEQA — Public Resource Code Sections 21000, et seq.), the
State CEQA Guidelines (California Code of Regulations, Title 14, Sections 15000 et seq.), and the city’s

local CEQA Guidelines. The subject project is exempt from environmental review pursuant to Section
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15061(b)(3) of the State CEQA Guidelines in that the project includes the review of building design,
colors and materials to the fagade of the building, landscaping or minor low-scaled accessory structures,
such as fences or walls. It can be seen with certainty that there is no possibility that the subject activity
could result in a significant effect on the environment. The project has also been reviewed and found
not be a historic resource. The existing improvements to be demolished or altered were not designed by
an architect or builder identified on the City’s Master Architect list and the site and improvements are

not listed on the City’s historic resource inventory.

Section 5. The Architectural Commission conducted a duly noticed public hearing on
September 17, 2014 at which time oral and documentary evidence was received concerning the

application.

Section 6. Based upon the evidence presented at the hearings, including the staff
report(s), oral and written testimony, the Architectural Commission hereby makes the following

findings:

A. The plan for the proposed building or structure is in conformity with good taste and
good design and, in general, contributes to the image of Beverly Hills as a place of beauty, spaciousness,
balance, taste, fitness, broad vistas, and high quality. Specifically, the project incorporates an
appropriate balance of color, high quality materials and appropriate architectural design principles to

reinforce the city’s urban form and promote the image of Beverly Hills.

B. The plan for the proposed building or structure indicates the manner in which the
structure is reasonably protected against external and internal noise, vibrations, and other factors which

may tend to make the environmental less desirable. The proposed project is proposed to be constructed
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using contemporary building materials and practices, and, as conditioned, compliant with all applicable

building codes, including standards that protect against unwanted noise and vibrations.

C: Proposed building or structure is not, in its exterior design and appearance, of inferior
quality such as to cause the nature of the local environment to materially depreciate in appearance and
value. Specifically, the Commission has reviewed the design and construction materials proposed for the
project, which incorporates contemporary building material of known quality and durability. Moreover,
the project design is appropriate to the building and surrounding improvements and is well matched to

the selected materials.

D. As conditioned, the proposed building or structure is in harmony with the proposed
developments on land in the general area, with the general plan for Beverly Hills, and with any precise
plans adopted pursuant to the general plan. The proposed project complies with the applicable goals
and policies set forth in the general plan, and, as conditioned, designed in a manner that complies with
local ordinances. The overall design is consistent with and appropriate to other improvements in the

general vicinity.

E. The proposed development is in conformity with the standards of this code and other
applicable laws insofar as the location and appearance of the buildings and structures are involved. As

conditioned, the project will be designed in compliance with all applicable regulations.

F. The proposed development is designed in a manner that protects and preserves those
exterior elements of the building which the Planning Commission found contributed to the
determination of the project as a “character contributing building” in accordance with section 10-2-707

of this title. The proposed project does not include a request and has not been determined by the
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Planning Commission to be a project that qualifies as a “character contributing building” under section

10-2-707. Therefore, this finding is not applicable to the subject project.

Section 7. Based on the foregoing, the Architectural Commission hereby grants the request

defined in this resolution subject to the following conditions:

Project-Specific Conditions

No special conditions are proposed for this project.

Standard Conditions

1. Revised Plan Submittal. For all projects that are approved with project-specific conditions, a revised
plan set that has fully incorporated all such conditions shall be submitted to the project planner,
both in hard copy format and in electronic format, prior to submitting for the building permit plan

check process.

2. Architectural Approval. Project approval is for the design-related aspects of the project only. No
approval is implied or granted with regard to applicable city zoning or technical codes, which may

require review and approval from other city commissions or officials.

3. Compliance with Municipal Code. Prior to issuance of a building permit, the applicant shall
demonstrate compliance with all applicable provisions of the city’s municipal code and applicable

conditions imposed by any discretionary review approval.

4. Compliance with Special Conditions. Any special conditions that require approval by the Director of

Community Development, or designee, shall be submitted to the staff liaison to the Commission
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within fourteen (14) days of approval or prior to submittal of the plan check review application,

whichever is greater.

5. Project Rendering. Prior to issuance of a building permit, the applicant shall incorporate into the
building permit set of plans, an updated color rendering of all building facades. The quality and
detail of the rendering shall be subject to approval from the Director of Community Development,
or designee, and shall include sufficient design information to evaluate project compliance during

construction.

6. Approval Resolution. A copy of the signed resolution of approval shall be scanned onto the cover

sheet(s) of the building permit set of plans.

7. Substantial Compliance with Approved Plans. The Director of Community Development, or
designee, shall determine if changes to the approved project are in substantial compliance with the
Commission’s action. This determination shall be subject to applicable fees and charges. A
substantial modification to the approved project requires approval from the Architectural

Commission.

8. Validity of Permits. The rights granted by this approval shall remain valid for three (3) years from

the date of approval, unless extended pursuant to Beverly Hills Municipal Code Section 10-3-207.

Section 8. The Secretary of the Architectural Commission shall certify to the passage,
approval, and adoption of this resolution, and shall cause this resolution and its certification to be

entered in the administrative record maintained by the Community Development Department.
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Section 9. Decisions of the Architectural Commission may be appealed to the City Council
within fourteen (14) days of the final action by filling a written appeal and paying appropriate fees with

the City of Beverly Hills City Clerk.

Approved as to Form and Content: Adopted: September 17, 2014
William Crouch, Commission Secretary Barry Bernstein, Chair
Community Development Department Architectural Commission
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